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® package callback

® package observer

® package setting

Bk
® class BluetoothService

enum BluetoothServiceState
class Command

class Opn2002BluetoothService

IN\vr—% jp.co.opto.opnsdk.callback

BE

class DoDiscoveryCallback

class EnableAckNakCallback
class GetBatteryLevelCallback
class GetDateAndTimeCallback
class GetFirmwareVersionCallback
class GetSettingCallback

interface IBluetoothCallback< T >
class Opn2002Callback< T >
class SetDateAndTimeCallback
class VoidCallback

/Ny r—% jp.co.opto.opnsdk.observer

(151

® interface IBluetoothObserver

I\ — jp.co.opto.opnsdk.setting
Rylr—=o
® package enums

451

class BluetoothSettings
class DecoderSettings
class PrefixSettings
class SettingArea
class Settings

class SuffixSettings

11
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IN\vr—% jp.co.opto.opnsdk.setting.enums

BE

enum AckNakControl

enum AckNakWaitTime

enum AddonWaitTime

enum Authentication

enum AutoDisconnectionTime
enum AutoReconnectionTime
enum BuzzerMode

enum BuzzerPeriod

enum BuzzerTone

enum BuzzerVolume

enum CapslLockMode

enum CommandResponse
enum ConnectionMode

enum EAN128 Mode

enum ErrorMessageMode
enum FunctionButtonlnput
enum GoodReadLED ONTime
enum IATA CalculateCD
enum InterCharacterDelay
enum KeyboardLanguage

enum MemoryOutputMethod
enum MSIPlessey CalculateCD
enum MSIPlessey TransmitCD
enum MultipleReadResetTime
enum NumPadMode

enum NW7_CalculateCD
enum NW7_TransmitSTSP
enum ReadableTime

enum ReadMode

enum RedundantReading

enum SlaveConnectionWaitTime
enum TriggerButtonPushTimeForConnection
enum TriggerButtonPushTimeForDisconnection
enum UPCA TransmitCD
enum UPCE_TransmitCD

12



93 R

jp.co.opto.opnsdk.setting.enums.AckNakControl Enum Reference
Public AV v F

@ String toString ()

Static Public *Y vy F

® static AckNakControl searchByValue (int value)

Public Z#k

® Disable =(0, "#% L")

® Enable=(1,"HY")

® EnableNoResponse =(2,"& ¥ (NoResponse) ")

B
ACK/NAKH

AUy F

static AckNakControl jp.co.opto.opnsdk.setting.enums.AckNakControl.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.AckNakControl.toString ()

E#

jp.co.opto.opnsdk.setting.enums.AckNakControl.Disable =(0, "4#& L")
L

jp.co.opto.opnsdk.setting.enums.AckNakControl.Enable =(1,"& Y ")
Y

jp.co.opto.opnsdk.setting.enums.AckNakControl.EnableNoResponse =(2,"H »
(NoResponse) ")

A Y (NoResponse)

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/AckNakControl.java

jp.co.opto.opnsdk.setting.enums.AckNakWaitTime Enum Reference
Public * Vv F

@ String toString ()

Static Public *Y v F

® static AckNakWaitTime searchByValue (int value)

13



Public E#

® 100msec =(5, "100ms")

® 500msec =(25, "500ms")

® 1000msec =(50, "1000ms)")

,.E-Iﬂ“:I

BH
ACK/NAKTF B ¢ H]

AUy F

static AckNakWaitTime jp.co.opto.opnsdk.setting.enums.AckNakWaitTime.searchByValue
(int value)[static]

String jp.co.opto.opnsdk.setting.enums.AckNakWaitTime.toString ()

%

jp.co.opto.opnsdk.setting.enums.AckNakWaitTime._1000msec =(50, "1000ms)")
1s

jp.co.opto.opnsdk.setting.enums.AckNakWaitTime._100msec =(5, "100ms")
100ms

jp.co.opto.opnsdk.setting.enums.AckNakWaitTime. 500msec =(25, "500ms")
500ms

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/AckNakWaitTime.java

jp.co.opto.opnsdk.setting.enums.AddonWaitTime Enum Reference
Public AV v F
® String toString ()
Static Public * Vv F
@ static AddonWaitTime searchByValue (int value)
Public E#
® Disable =(0,"7Z2 L")
250msec =(13, "250ms")
500msec =(25, "500ms")
750msec =(38, "750ms")

..E-Iull':

e
T REAHA =
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static AddonWaitTime jp.co.opto.opnsdk.setting.enums.AddonWaitTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.AddonWaitTime.toString ()

E#

jp.co.opto.opnsdk.setting.enums.AddonWaitTime._250msec =(13, "250ms")
250ms

jp.co.opto.opnsdk.setting.enums.AddonWaitTime._500msec =(25, "500ms")
500ms

jp.co.opto.opnsdk.setting.enums.AddonWaitTime._750msec =(38, "750ms")
750ms

jp.co.opto.opnsdk.setting.enums.AddonWaitTime.Disable =(0, "72 L")
7L

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/AddonWaitTime.java

jp.co.opto.opnsdk.setting.enums.Authentication Enum Reference
Public XY v F

® String toString ()

Static Public *Y v F

@ static Authentication searchByValue (int value)

Public &E#

® Disable =(0, "FHAEME L")

® EveryTime =(1, "3&iEA Y (FE]) ™)

® FirstTime =(7, "s8FEA D (FIEIDFH) ™)

,.E-Iﬂ“:I

BA

kAl

15
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static Authentication jp.co.opto.opnsdk.setting.enums.Authentication.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.Authentication.toString ()

'

jp.co.opto.opnsdk.setting.enums.Authentication.Disable =(0, "3ZE#&E L")
FORIEME L

5

jp.co.opto.opnsdk.setting.enums.Authentication.EveryTime =(1, "3R3EA Y (BE) )
FREA Y (D)

jp.co.opto.opnsdk.setting.enums.Authentication.FirstTime =(7, "383EA Y (#IEIDHR) ")
REEA Y (FE D A)

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/Authentication.java

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime Enum Reference

Public AV v F

® String toString ()

Static Public *Y v F

@ static AutoDisconnectionTime searchByValue (int value)

Public &E#

Disable =(0, "#£%4")
10min =(30000, "10%3")
20min =(60000, "2043")
30min =(90000, "3043")
40min =(120000, "4043™")
50min =(150000, "50%3")
60min =(180000, "6043")
1min =(3000, "143")
2min =(6000, "245")
3min =(9000, "3%53")

in =(12000, "4453™)

=(15000, "5%3")

=(18000, "643")

=(21000, "743")

=(24000, "843")

SN
3
>

(6}
=4
>

[o)]
=4
>

~
=4
>

©
2
)
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_9min =(27000, "943")
10sec =(500, "10F")
=(1000, "20FH")
30sec =(1500, "30%)")
40sec =(2000, "40%)")
50sec =(2500, "50%)")

o 000 00
N
o
(2]
@D
o

..E-Iullg
8

H B

AUy F

static AutoDisconnectionTime
jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime.toString ()

P

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._10min =(30000, "10%3")

1045

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._10sec =(500, "10f")
10f»

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._1min =(3000, "143")

157

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._20min =(60000, "20%3")

204y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._20sec =(1000, " 20#")
207

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._2min =(6000, "243")

243

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._30min =(90000, "30%3")

304y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._30sec =(1500, " 30#")
307

17



jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._3min =(9000, "3453")

3%y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._40min =(120000, "404")
404y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._40sec =(2000, "40%)")
40%)

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._4min =(12000, "443")
4%

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._50min =(150000, "504")
5057

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._50sec =(2500, "50f)")
50%)

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._5min =(15000, "543")
553

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._60min =(180000, "604")
6077

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._6min =(18000, "643")
677

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._7min =(21000, "743")
74y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._8min =(24000, "843")
8%y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime._9min =(27000, "943")
9%y

jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime.Disable =(0, "#&%)")
piis)

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/AutoDisconnectionTime.java

18



jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime Enum Reference

Public XY v F

® String toString ()

Static Public *Yw F

® static AutoReconnectionTime searchByValue (int value)

Public E#

Disable =(0, "#%%h")

_1min =(3000, "173")

_2min =(6000, "273")

_3min =(9000, "373")

_4min =(12000, "443")

_5min =(15000, "543")

_6min =(18000, "643")

_7min =(21000, "743")

_8min =(24000, "8%5")

_9min =(27000, "945™")
10min =(30000, "10%3")
11min =(33000, "11%3")
12min =(36000, "1243")
13min =(39000, "13%3")
14min =(42000, "14%3")
15min =(45000, "15%3")

Bl
F B A D]

AUy F

static AutoReconnectionTime
jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime.toString ()

E#

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._10min =(30000, "1043")
104>

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._11min =(33000, "1143")
114y

19



jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._12min =(36000, "124;")
1243

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._13min =(39000, "13%")
13453

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._14min =(42000, "1443")
1453

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._15min =(45000, "15%;")
1543

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._1min =(3000, "143")
15y

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._2min =(6000, "243")
25y

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._3min =(9000, "343")
3%y

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._4min =(12000, "443™")
4%

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._5min =(15000, "543")
557

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._6min =(18000, "643")
677

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._7min =(21000, "743")
1£

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._8min =(24000, "843")
8%y

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime._9min =(27000, "943")
953

jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime.Disable =(0, " #%)")
T2

20



The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/AutoReconnectionTime.java

2 5 X jp.co.opto.opnsdk.BluetoothService
jp.co.opto.opnsdk.BluetoothService(Z xf 9~ 2 fik& 77 7

BroadcastReceiver
-

[ gL B e, Pl s 328 e &

I

i jp.co.opto.opnsdk.Opn2002BluetoothService

Public AV v F

BluetoothService (Context context)

void clearCallback ()

void addObserver (IBluetoothObserver observer)
void removeObserver (IBluetoothObserver observer)
BluetoothDevice getConnetedDevice ()

boolean hasBluetoothAdapter ()

boolean showBluetoothSetting (Context context)
boolean isEnabled ()

boolean showBluetoothSetting (Activity activity)
boolean showDiscoverable (Context context)
boolean isDiscoverable ()

Set< BluetoothDevice > getPairedDevices ()

void doDiscovery (Context context, DoDiscoveryCallback callback)
void cancelDiscovery ()

void onReceive (Context context, Intent intent)
synchronized byte getResponseValue ()
synchronized BluetoothServiceState getState ()
synchronized void start ()

synchronized void connect (String address, boolean secure)
synchronized void connect (BluetoothDevice device, boolean secure)
synchronized void stop ()

void write (String out)

boolean isWriteFinished ()

Static Public * Vv F

@ static Charset getCharSet ()

@ static byte[] getBytesFrom (String str)

@ static String getStringFrom (byte[] bytes)

® static void setCharSet (Charset charSet)

Static Public ZE#

static byte ESC = 0x1b

static byte CR = 0x0d

static byte ACK = 0x06

static byte NAK = 0x15

21



@ static byte STX = 0x02
@ static byte ETX = 0x03
Protected XY v F
void addCallback (IBluetoothCallback<?> callback)
void removeCallback (IBluetoothCallback<?> callback)
void postObserver (final int postType, final Object...obj)
void postObserver (final IBluetoothObserver observer, final int postType, final Object[] obj)
void write (byte[] out)
void write (List< byte[]> commandList)
rotected ZE#
List< IBluetoothObserver > observers = new ArrayList<IBluetoothObserver>()
List< IBluetoothCallback<?> > callbackList = new ArrayList<IBluetoothCallback<?>>()
final int POST _CONNECTED =1
final int POST_CONECT FAILED =2
final int POST_CONNECTION _LOST =3
final int POST_RECEIVE =4
Static Protected ZE#
@ static Charset mCharSet = Charset.forName("Shift-jis")

00000 T OGOGEOGEOGEOOS

,.E-ID“':

BA
U E— hF 31 Z & Bluetooth®SPPEEKE 24T 9 1= D 7 T A,

AVAMSIORETRIIVA

jp.co.opto.opnsdk.BluetoothService.BluetoothService (Context context)
REDa L ABNT 7 ZTY,
5%k
' context I FFX )

AUk
void jp.co.opto.opnsdk.BluetoothService.addCallback (IBluetoothCallback<?>
callback)[protected]

aI— Ry 7 EBIMLET,

FTTILBEMESN TV a—A Ny 7 3BEMESEE A

5%

\caHback \iEbD@‘%>ﬂ“—/v/§;f70 ‘

void jp.co.opto.opnsdk.BluetoothService.addObserver (IBluetoothObserver observer)
F 7= EBIMLET,
UE—RTNA AL DBETHRAE LA R0 b (BEise T, B, Ui, 7 — %%
B) 1., FHELTWDIETOF TV — N LTl S ET,
TTILEMEN TS AT — N3 IiBM S EE A,

22



Gk @

observer GBI B AT S,

void jp.co.opto.opnsdk.BluetoothService.cancelDiscovery ()
doDiscovery A > v KiZ X 5 BluetoothT /S AR E ¥ v L LET,

void jp.co.opto.opnsdk.BluetoothService.clearCallback ()
a— Ny 7 EETHIERLET,
518

| |

synchronized void jp.co.opto.opnsdk.BluetoothService.connect (String address, boolean
secure)

JIAT v b E—RTEEZBMBL T, BD7 KL A (address) % % -D>Bluetooths /S A

AZSPPHERE A A £ T,

KA v RIZL > T, #HIREEN BluetoothServiceState.connecting |2 &/ L £7°, 5k
1R HE 23 BluetoothServiceState.connected<°BluetoothServiceState.connecting® & X 12, 34T

SNDETNDOERIIMFRSNET,

5%

address JVE— T4 ZOBDT7 KL A,

secure K51k 9 285 A1dtrue, BB L7eWiGAifalse,
fist:

lllegalArgume | address/d A IE7R A

ntException

synchronized void jp.co.opto.opnsdk.BluetoothService.connect (BluetoothDevice device,
boolean secure)

74T v hE— RCTHEZ LA L T, BluetoothT /XA A (device) |ZSPP#t % ik 7

i#o

ARA Y RiZk - T, #FiikREN BluetoothServiceState.connectinglZ B4 L £ 3, B
1K HE 23 BluetoothServiceState.connected <°BluetoothServiceState.connecting® & & (12, FE{T

SND LN DOERHIMRS N ET,

5%k
device JE— hT /A A,
secure 59 B8 E 1Xtrue, K51k L7261 false,

void jp.co.opto.opnsdk.BluetoothService.doDiscovery (Context context,
DoDiscoveryCallback callback)

AT T IR TV BluetoothT N4 22 L £17,

ZOA Yy RIFHERHTRBSThIE T, LN TS5 L callbackn 4T Stk

j‘o

23



BEICHRREZBIA L TV AEEIE. MRFTINICREEZ XYy BV LET,
5%

context WFEZELRL TS =227+ X M (Activity, ServiceZ:) |
callback RBRERZ WS D a— Ny T,

static byte [] jp.co.opto.opnsdk.BluetoothService.getBytesFrom (String str)[static]
I TACEEENTNDHXFa— T, ZET—F2BELET,
R fE:
AT — X HIRE SN CF 2 — N CAH L 72 fE,

static Charset jp.co.opto.opnsdk.BluetoothService.getCharSet ()[static]
SET 2O Fa—ReEELET,
R E:
RESNTNDHLTF-2— R ( FIHE : Shift-dIS) .

BluetoothDevice jp.co.opto.opnsdk.BluetoothService.getConnetedDevice ()
R OT A 2R BFLET,

R fE:
EEm TN 2 (G TNl

Set<BluetoothDevice> jp.co.opto.opnsdk.BluetoothService.getPairedDevices ()
RT U 7 EN TV HBluetoothT /XA A &2 Bifs L E T,
Androidiii £ 23Bluetooth % ¥ 78— k L TW R WAL, nullzik L E 9,
X7 YT ENTWDET N, ANGFIELRWNE EE, ZBDSet4A 7 V=7 FEIRLET,
RV fE:
X7V T ENTZT A A,

synchronized byte jp.co.opto.opnsdk.BluetoothService.getResponseValue ()
U= hF AL ADBEE LT — 2 ORRICHNES R TO 57 — 2 25U L £,
RV fE:
ZAET — X2 OERRED1byte,

synchronized BluetoothServiceState jp.co.opto.opnsdk.BluetoothService.getState ()
kB2 S LE T,
RV fE:
PERCIRTE,

static String jp.co.opto.opnsdk.BluetoothService.getStringFrom (byte[] bytes)[static]
RESNT-bytefidd %, 7 7 ACHEINTNWLLFa— R TEBLLTESELET,

24
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 bytes BRI GT — 4,

R 1E:
254 L7,

boolean jp.co.opto.opnsdk.BluetoothService.hasBluetoothAdapter ()
Androidifi A2 BluetoothZ - Ai— K L TWH ) E 9 0BG L E 5,
RV fE:
HAR— F LTV iuiLtrue, HA— K LTV TduiEfalse,

boolean jp.co.opto.opnsdk.BluetoothService.isDiscoverable ()
fiL > Bluetooth7 /A A7 B IR ATREZ R BB & 9 D HUfG L £ 77,
Androidifi AR 2 BluetoothZ H 78— F L TWW R WAL, falseZ ik L E T,
RV fE:
MR ATREZIREE TH NITtrue, £ 9 TRITHiTfalse,

boolean jp.co.opto.opnsdk.BluetoothService.isEnabled ()

Bluetooth 3G N7 & 9 v Hfs L £9,

Androidfii K A3Bluetoothz 7K — k L TW e WAL, falseZiK L 7,

R fE:

AR CThiviLtrue, M) Thividfalse,

boolean jp.co.opto.opnsdk.BluetoothService.isWriteFinished ()
void jp.co.opto.opnsdk.BluetoothService.onReceive (Context context, Intent intent)
void jp.co.opto.opnsdk.BluetoothService.postObserver (final int postType, final Object...

obj)[protected]
IOFT V2l EBREEHLTWAETOL 7= NTRAMLEEZ TV E T,

5%
postType WEIOFER] (POST_CONNECTED,
POST_CONECT_FAILED, POST_CONNECTION_LOST,
POST_RECEIVE) .,
obj T 5 & I —FFICTES NT A —F,

void jp.co.opto.opnsdk.BluetoothService.postObserver (final IBluetoothObserver observer,
final int postType, final Object[] obj)[protected]

F 7 —,3 (5|%observer) [ZBEALE AT UVNE T,

BENZIILL FOAFEENH Y 9,

® BluetoothService#POST CONNECTED
® BluetoothService#POST CONECT FAILED
® BluetoothService#POST CONNECTION LOST

25



® BluetoothService#POST RECEIVE

g%
observer BRI RO AT — 3,
postType A OFEFE,
obj WHIT 5 & ZIC—HEICETNT A—H,

void jp.co.opto.opnsdk.BluetoothService.removeCallback (IBluetoothCallback<?>
callback)[protected]

a—Ny 7 ZHIR L £,
71k
callback  [HIRTB=—A Ny 7, |

void jp.co.opto.opnsdk.BluetoothService.removeObserver (IBluetoothObserver observer)
F TP —_"ZHIRLET,
g%
_observer BT 2 AT, |

static void jp.co.opto.opnsdk.BluetoothService.setCharSet (Charset charSet)[static]
ZET—FOXTFa—FERELET,
5%
' charSet

WIETHXFa— R, |

boolean jp.co.opto.opnsdk.BluetoothService.showBluetoothSetting (Context context)
Bluetooth % A (k3 2% 72 O OF%E I 4 Fom S H 5 & 9 AndroidiZ 2k L £ 7,
5%k
' context

B’ E:
REMADFRERE L= btrue, FHLIS iXfalse,

ROEMHAZFRSELEI L LTNDaVTHR b, |

boolean jp.co.opto.opnsdk.BluetoothService.showBluetoothSetting (Activity activity)
Bluetooth % A (k3 2% 72 O OF%E B 4 Fom S H 5 & 9 AndroidiZ 2k L £ 7,
515
' activity
R fE:
FRE M OFRRERE LTz Htrue, Z LIS I false,

%E@ﬁ%%%éﬁiikbfk\é?ﬁ?,f | ‘

boolean jp.co.opto.opnsdk.BluetoothService.showDiscoverable (Context context)
ftth D BluetoothT /A A BFRFR FREIZ T 5 72 O O E M H % £/~ SH 5 L 9 Android(Z
TRLET,

26



Z OARAEIII00FD I Fife SV E T,

B ¥
' context REEEAFERSELIE LTSI TR R,
R E:

REB A DFRERE L7z btrue, LIS iXfalse,

synchronized void jp.co.opto.opnsdk.BluetoothService.start ()
P — R —F— R TH{E 215 L T, BluetoothT /XA A5 DOSPPEf 2 R b2 T £,
ARV RIZ X - T, #EfeIkiEA BluetoothServiceState.listen( & L £ 97,  HEpciRREN
BluetoothServiceState.connected<°BluetoothServiceState.connecting® & =2, 73N D
EENG ORI E T, fhdBluetoothT /A AN LEEGEERNH O . BN
WENT LD & B I IRAE 1L ARRR X AL, BluetoothServiceState.connected 23/ L £ 97,

W51t & FEME 5L DO W 5 DEERERIT S LE T,

synchronized void jp.co.opto.opnsdk.BluetoothService.stop ()
SPPHEEIZ B9 5 9 X COMLER A2 11 L T, JRAE % BluetoothServiceState.none(Z L % 47,
BluetoothServiceStates, EDIRFEIZH > TH, AA Y v RERHT L Z ENTEET,

void jp.co.opto.opnsdk.BluetoothService.write (String out)
UE— TS RILFHNEEFELET,
EEANC T 2 a— R LT, write(byte[) # ¥ v FEFEITLTWET, T a—
RO AEE T 25615, AKX Y v FE2FEITT HHllTsetCharSet £ ¥ v K& i LT
<FEEW,
518
| T 5T, |

void jp.co.opto.opnsdk.BluetoothService.write (byte[] out)[protected]
UE— hT /3 RS MEEHIZIEE L ET,
ZDAY Y RIZT—FDREETT TIILPBRATE A,
515
| %157 % bytefid 51, |

void jp.co.opto.opnsdk.BluetoothService.write (List< byte[]> commandList)[protected]
UE— b T3 RO AL NS ENRFIZEE L ET,
UE— T AL AT —FZEEFE LB HENOELN TS 27— ¥ DEREIX, ACK
DPNAKTH L BERH Y £, 7 —FDRBVBACKOEGE L, IROASA NS ZEE
L. T—4 ORENPNAKDOEH AT EE 2L T,
ZDORAYy RIZT—HDFMELTE T TERPRATE EE A,
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51k
_commandList | ¥%{53 % bytefiF1 U = |

E#

byte jp.co.opto.opnsdk.BluetoothService.ACK = Ox06[static]

il SCF-ACK,
List<IBluetoothCallback<?> > jp.co.opto.opnsdk.BluetoothService.callbackList = new
ArrayList<IBluetoothCallback<?>>()[protected]

K TATIEITENDHFEHMLIRD 3 —1 3y 7 DY Rk,

byte jp.co.opto.opnsdk.BluetoothService.CR = Ox0d[static]
il SCF-CR,

byte jp.co.opto.opnsdk.BluetoothService.ESC = Ox1lb[static]
HilfE 3L FESC,

byte jp.co.opto.opnsdk.BluetoothService.ETX = Ox03[static]
il SCFETX,
Charset jp.co.opto.opnsdk.BluetoothService.mCharSet =
Charset.forName(" Shift-jis")[static], [protected]
T OEZFIHEHT 2 FOa— R,

byte jp.co.opto.opnsdk.BluetoothService.NAK = Ox15[static]
il SCFNAK,
List<IBluetoothObserver> jp.co.opto.opnsdk.BluetoothService.observers = new
ArrayList<IBluetoothObserver>()[protected]
KT FGATRELIZARY FOBEMENLEL LTNWDLIF T —NR"FT7 7 bDU R
Mo
AN RRERIZIZ,. 2O Y A MIBHEINTWARTOSF 7 V=7 MIEMP I NE
E

final int jp.co.opto.opnsdk.BluetoothService.POST_CONECT_FAILED = 2[protected]
F 7Y =N TEH R OIREEA @IS D & X DER,

final int jp.co.opto.opnsdk.BluetoothService.POST_CONNECTED = 1[protected]
F TP =N THERTE T ) OREZEINT D & & DOEE,

final int jp.co.opto.opnsdk.BluetoothService.POST_CONNECTION_LOST = 3[protected]
FTY— N TEIT ) OAREEA @I T D & & DERL,
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final int jp.co.opto.opnsdk.BluetoothService.POST_RECEIVE = 4[protected]
HTF—AC [F =2 %7 OREZ BT D L & DOEK,

byte jp.co.opto.opnsdk.BluetoothService.STX = Ox02[static]
HlESCF-STX,

D7 TADHARIROTZ 7 ANDBDERSNE LTz
® src/jp/co/opto/opnsdk/BluetoothService.java

jp.co.opto.opnsdk.BluetoothServiceState Enum Reference
Public &%

® none

® listen

® connecting

,.E-ID“':

BH
BluetoothService D IR E & 3 3511267,

%

jp.co.opto.opnsdk.BluetoothServiceState.connecting

ST LN

jp.co.opto.opnsdk.BluetoothServiceState.listen

BT HIREE

jp.co.opto.opnsdk.BluetoothServiceState.none
N A

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/BluetoothServiceState.java

2 2 X jp.co.opto.opnsdk.setting.BluetoothSettings
Public AV v F

BluetoothSettings (byte[] settingData)

ReadMode getReadMode ()

ReadableTime getReadableTime ()

RedundantReading getRedundantReading ()
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MultipleReadResetTime getMultipleReadResetTime ()
AddonWaitTime getAddonWaitTime ()
BuzzerVolume getBuzzerVolume ()
GoodReadlLED_ONTime getGoodReadLED _ONTime ()
boolean isTriggerModeEnable ()

boolean isTriggerRepeatEnable ()

boolean isBuzzerEnable ()

BuzzerTone getBuzzerTone ()

BuzzerPeriod getBuzzerPeriod ()

BuzzerMode getBuzzerMode ()

String getDestinationAddress ()

Authentication getAuthentication ()

boolean isEncryptionEnable ()

CommandResponse getCommandResponse ()

String getPinCode ()

boolean isTriggerConnectionEnable ()

boolean isAddressBarcodeConnectionEnable ()
AckNakControl getAckNakControl ()
ConnectionMode getConnectionMode ()
SlaveConnectionWaitTime getSlaveConnectionWaitTime ()
AutoReconnectionTime getAutoReconnectionTime ()
AutoDisconnectionTime getAutoDisconnectionTime ()
TriggerButtonPushTimeForConnection getTriggerButtonPushTimeForConnection ()
TriggerButtonPushTimeForDisconnection getTriggerButtonPushTimeForDisconnection ()
AckNakWaitTime getAckNakWaitTime ()

boolean isOutOfRangeMemoryEnable ()

boolean isDataCollectModeEnable ()

boolean isAutoConnectionEnable ()

boolean isDisconnectionBuzzerFromDataCollector ()
boolean isDisconnectionBuzzerFromDestination ()
MemoryOutputMethod getMemoryOutputMethod ()
boolean isUSBConnection ()

FunctionButtonlnput getFunctionButtonlinput ()

String getDeviceName ()

String getDestinationAddressLastTime ()
InterCharacterDelay getinterCharacterDelay ()
KeyboardLanguage getKeyboardLanguage ()

boolean isUseNumPad ()

NumPadMode getNumPadMode ()

CapsLockMode getCapslL ockMode ()

boolean isGoodReadVibratorEnable ()

,_E-Iull':

BA
Bluetoothi®{Z |2 T AR EEFKT 7 T A,

AVRAMSVBETARAISVA

jp.co.opto.opnsdk.setting.BluetoothSettings.BluetoothSettings (byte[] settingData)
aVANTTH,
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Gk @

' settingData RET —4 (EBBEROER)

AYy KR

AckNakControl jp.co.opto.opnsdk.setting.BluetoothSettings.getAckNakControl ()
ACK/NAK Il D REE 2 BUAF L £ 9,

AckNakWaitTime jp.co.opto.opnsdk.setting.BluetoothSettings.getAckNakWaitTime ()
ACKINAKTF H IR DRE & BT L £,

AddonWaitTime jp.co.opto.opnsdk.setting.BluetoothSettings.getAddonWaitTime ()
T RS —OREETRIE L ET

Authentication jp.co.opto.opnsdk.setting.BluetoothSettings.getAuthentication ()
Pt T L AOBREEZRE L ET,

AutoDisconnectionTime
jp.co.opto.opnsdk.setting.BluetoothSettings.getAutoDisconnectionTime ()

H Eh G OBOE 2 S L £ 7,

AutoReconnectionTime
jp.co.opto.opnsdk.setting.BluetoothSettings.getAutoReconnectionTime ()

&) FEE A SRR DR E 2 B L £,

BuzzerMode jp.co.opto.opnsdk.setting.BluetoothSettings.getBuzzerMode ()
TP —IBE Y A I T OREEZTGFLET,

BuzzerPeriod jp.co.opto.opnsdk.setting.BluetoothSettings.getBuzzerPeriod ()

7Y —ISERF ] ORRE 2 B L £,

BuzzerTone jp.co.opto.opnsdk.setting.BluetoothSettings.getBuzzerTone ()
TH—= = ORELTELET,
BuzzerVolume jp.co.opto.opnsdk.setting.BluetoothSettings.getBuzzerVolume ()

TH—=RY 2a—LORELZTHFLET,

CapslLockMode jp.co.opto.opnsdk.setting.BluetoothSettings.getCapsLockMode ()
CapsLock®— ROk E Z tfG L £,

CommandResponse jp.co.opto.opnsdk.setting.BluetoothSettings.getCommandResponse ()
Ay NINEDOREZXIFFLET,
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ConnectionMode jp.co.opto.opnsdk.setting.BluetoothSettings.getConnectionMode ()
Bt — FOREZHBEF L7,

String jp.co.opto.opnsdk.setting.BluetoothSettings.getDestinationAddress ()
BT T FLAOREZRIG LET,

String jp.co.opto.opnsdk.setting.BluetoothSettings.getDestinationAddressLastTime ()
HIEID A L— 7 kR O F7 L AORELZBGF L ET,

String jp.co.opto.opnsdk.setting.BluetoothSettings.getDeviceName ()
Bluetooth7 /31 24, (BH#%) OREZXIFLET,

FunctionButtonlnput jp.co.opto.opnsdk.setting.BluetoothSettings.getFunctionButtonInput ()

Ty va TR OBEEZ RS L ET,

GoodReadLED ONTime
jp.co.opto.opnsdk.setting.BluetoothSettings.getGoodReadLED _ONTime ()

LED ST OF% E 2 B L £ 97,

InterCharacterDelay jp.co.opto.opnsdk.setting.BluetoothSettings.getinterCharacterDelay ()
X¥ 77 XMT 4 VA OREXIGELET,

KeyboardLanguage jp.co.opto.opnsdk.setting.BluetoothSettings.getKeyboardLanguage ()
F—AR— FEBEOREXIHGFLET,

MemoryOutputMethod
jp.co.opto.opnsdk.setting.BluetoothSettings.getMemoryOutputMethod ()

AV =T —=Z O N TIEOBEEZ BT L ET,

MultipleReadResetTime
jp.co.opto.opnsdk.setting.BluetoothSettings.getMultipleReadResetTime ()

CEBAVIES A v —OREERIF L ET,

NumPadMode jp.co.opto.opnsdk.setting.BluetoothSettings.getNumPadMode ()
NumPad€— RO E L TS L ET,

String jp.co.opto.opnsdk.setting.BluetoothSettings.getPinCode ()
PINT— ROREZBSEF L £7,

ReadableTime jp.co.opto.opnsdk.setting.BluetoothSettings.getReadableTime ()
At B B DORRE 2 B L £7,

ReadMode jp.co.opto.opnsdk.setting.BluetoothSettings.getReadMode ()
P B— FOREZIGFLET,
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RedundantReading jp.co.opto.opnsdk.setting.BluetoothSettings.getRedundantReading ()
MEEEDORELIGFLET,

SlaveConnectionWaitTime
jp.co.opto.opnsdk.setting.BluetoothSettings.getSlaveConnectionWaitTime ()

A L — TG H IR O E & B L 97,

TriggerButtonPushTimeForConnection
jp.co.opto.opnsdk.setting.BluetoothSettings.getTriggerButtonPushTimeForConnection ()

N b B R AT LR O E 2 IS L 97,

TriggerButtonPushTimeForDisconnection
jp.co.opto.opnsdk.setting.BluetoothSettings.getTriggerButtonPushTimeForDisconnection ()

N U BT R LR O E & iUS L E£9,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isAddressBarcodeConnectionEnable ()
T R LA Ao — RHERERLY I S BB O R E 2 BG L E T

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isAutoConnectionEnable ()
A m— REAIRY BB ORE L G L E T

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isBuzzerEnable ()
TY—FOREZTGFLET,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isDataCollectModeEnable ()
T—Fal s NOREXTHLET,

boolean
jp.co.opto.opnsdk.setting.BluetoothSettings.isDisconnectionBuzzerFromDataCollector ()

F—=HalL AN OUMK T —0REZRIG LT,

boolean
jp.co.opto.opnsdk.setting.BluetoothSettings.isDisconnectionBuzzerFromDestination ()

R T O OOl 7 —OREL TG L £7,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isEncryptionEnable ()
A LOREL TG L E7,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isOutOfRangeMemoryEnable ()
A AT —DOREZEGELET,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isTriggerConnectionEnable ()

N U A EHEOBE 2 PG L £ T,
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boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isTriggerModeEnable ()
MY TE—RFOREZHHFLET,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isTriggerRepeatEnable ()
FUHFYE—FOREXZIFLET,
boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isUSBConnection ()

USB#:#i I COMIRE D% E &2 Bfs L £97,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isUseNumPad ()
NumPadfti H D% E & Bt L £,

boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isGoodReadVibratorEnable ()
7w RY— REEONRA T L—2 —RELZBSELET,

D7 T ADBBIRDTZ 7 A VIO ERSHE LT
® src/jp/co/opto/opnsdk/setting/BluetoothSettings.java

jp.co.opto.opnsdk.setting.enums.BuzzerMode Enum Reference
Public * Vv F

@ String toString ()

Static Public * Y w F

® static BuzzerMode searchByValue (int value)

Public &

® BeforeTrasmission =(0, "#z kR~ ¥ —")

® AfterTransmission =(1, "#z161% 7 % —")

EREA
TH—IRE S A I

AV R

static BuzzerMode jp.co.opto.opnsdk.setting.enums.BuzzerMode.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.BuzzerMode.toString ()
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E#
jp.co.opto.opnsdk.setting.enums.BuzzerMode.AfterTransmission =(1, "#&x6%% 79 —")
AL 7 —

jp.co.opto.opnsdk.setting.enums.BuzzerMode.BeforeTrasmission =(0, "#=2&R/77 ¥ —")
HR SRl 7 —

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/BuzzerMode.java

jp.co.opto.opnsdk.setting.enums.BuzzerPeriod Enum Reference
Public * Vv F

@ String toString ()

Static Public *Y v F

® static BuzzerPeriod searchByValue (int value)

Public Z&#

® 100msec =(5, "100ms")

® 200msec =(10, "200ms")

® 400msec =(20, "400ms")

® 50msec =(2, "50ms")

B1L
7 W — IR B RE ]

AYy KR

static BuzzerPeriod jp.co.opto.opnsdk.setting.enums.BuzzerPeriod.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.BuzzerPeriod.toString ()

'

jp.co.opto.opnsdk.setting.enums.BuzzerPeriod. 100msec =(5, "100ms")
100ms

jp.co.opto.opnsdk.setting.enums.BuzzerPeriod. 200msec =(10, "200ms")
200ms

jp.co.opto.opnsdk.setting.enums.BuzzerPeriod._400msec =(20, "400ms")
400ms
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jp.co.opto.opnsdk.setting.enums.BuzzerPeriod._50msec =(2, "50ms")
50ms

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/BuzzerPeriod.java

jp.co.opto.opnsdk.setting.enums.BuzzerTone Enum Reference
Public XY v F

® String toString ()

Static Public *Y v F

@ static BuzzerTone searchByValue (int value)

Public Z£#
® SingleTone =(0, "H.&")

® HighLow =(1, " {%")

® LowHigh =(2, "I&&")

®  4500Hz =(3, "4.5KHz")

{ 2200Hz_2000Hz =(4, "2.2KHz-2KHz")
HZL

T ==

P AV

static BuzzerTone jp.co.opto.opnsdk.setting.enums.BuzzerTone.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.BuzzerTone.toString ()

E#

jp.co.opto.opnsdk.setting.enums.BuzzerTone._2200Hz_2000Hz =(4, "2.2KHz-2KHz")
2.2KHz-2KHz

jp.co.opto.opnsdk.setting.enums.BuzzerTone. 4500Hz =(3, "4.5KHz")
4.5KHz

jp.co.opto.opnsdk.setting.enums.BuzzerTone.HighLow =(1, "&&")

jp.co.opto.opnsdk.setting.enums.BuzzerTone.LowHigh =(2, "{&&")
{39
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jp.co.opto.opnsdk.setting.enums.BuzzerTone.SingleTone =(0, " E&")

NS,
Hy

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/BuzzerTone.java

jp.co.opto.opnsdk.setting.enums.BuzzerVolume Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

@ static BuzzerVolume searchByValue (int value)

Public Z#k

® MAX =(127, "f K")

Large =(32, "X")

Medium =(8, "/

Small =(1, "/1")

EL

AUy F

static BuzzerVolume jp.co.opto.opnsdk.setting.enums.BuzzerVolume.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.BuzzerVolume.toString ()

%

jp.co.opto.opnsdk.setting.enums.BuzzerVolume.Large =(32, " K")

N

jp.co.opto.opnsdk.setting.enums.BuzzerVolume.MAX =(127, "&K")
1o ON

jp.co.opto.opnsdk.setting.enums.BuzzerVolume.Medium =(8, "H")

H

jp.co.opto.opnsdk.setting.enums.BuzzerVolume.Small =(1, "/h")

7N
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The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/BuzzerVVolume.java

jp.co.opto.opnsdk.setting.enums.CapsLockMode Enum Reference
Public XY w F

® String toString ()

Static Public *Yw F

® static Capsl ockMode searchByValue (int value)

Public &

® Auto =(0, "H BiCapsLockE— K")

® OFF =(1, "CapsLockE— N L")

® ON =(2, "CapsLockE— FH D"

,.E-ID“':

]
capslock&— R

AYy R

static CapsLockMode jp.co.opto.opnsdk.setting.enums.CapsLockMode.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.CapsLockMode.toString ()

P

jp.co.opto.opnsdk.setting.enums.CapsLockMode.Auto =(0, " B EiCapsLockE— K")
H #hCapsLockE— K

jp.co.opto.opnsdk.setting.enums.CapsLockMode.OFF =(1, "CapsLockE— F#&L")
CapsLockE— KN4 L

jp.co.opto.opnsdk.setting.enums.CapsLockMode.ON =(2, "CapsLockE— KF Y ")
CapsLock®— R4 Y

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/CapsLockMode.java
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25 R jp.co.opto.opnsdk.Command
R

® enum SettingChar

Static Public ZE#

static final String INITIALIZE SETTING_ALL ="U1"

static final String INITIALIZE SETTING BLUETOOTH ="]INIT"
static final String GET_FIRMWARE_VERSION ="Z1"

static final String SAVE_SETTING ="Z2"

static final String READ_BARCODE ="Z"

static final String GET_STORED_ BARCODE_ALL ="[EBD"

static final String ERASE_STORED BARCODE ALL ="+-MCLR-+"
static final String SET_DATE_AND_TIME_START ="[EBE"

static final String SET_DATE_AND_TIME_END = "[EBF"

static final String GET_DATE_AND_TIME = "[EBG"

static final String GET_BATTERY LEVEL ="[BAL"

static final String GET_SETTING = "[XZ5"

static final String SET_PIN_START = "]PINS"

static final String SET_PIN_END ="]PINE"

static final String SET_REMOTE_DEVICE _ADDRESS START = "|BDAS"
static final String SET_REMOTE_DEVICE _ADDRESS END = "]BDAE"
static final String SET_DEVICE_NAME_START = "[E65"

static final String SET_DEVICE_NAME_END = "[E66"

static final String SETTING_SIGNAL ="ZZ"

static final String SETTING _PERMISSION ="Z7"

static final String ENABLE_ACKNAK_CONTROL = "p3"

static final String RESPONSE_COMMAND = "WC"

static final String DISABLE_TRIGGER ="S7"

static final String ENABEL_TRIGGER ="S 8"

static final String VIBRATOR_ON ="V"

static final String BEEP_BUZZER ="B"

,.E-DI':

25 B

F—&K a7 X —0PN200IZEETEXHa~vr RO L, AR LOEER LTINS Y
?XO

DY TATERIN TRV RIZHOEFE L TIL, SDKOfiFiE TG EL2 =
SR TZE Y,

%

final String jp.co.opto.opnsdk.Command.DISABLE_TRIGGER ="S7"[static]
N o~ R

final String jp.co.opto.opnsdk.Command.ENABEL_TRIGGER ="S 8" [static]
MU A—Fh=a~ R

final String jp.co.opto.opnsdk.Command.ENABLE_ACKNAK_CONTROL ="P3"[static]
ACK/NAK AL =~ >
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final String jp.co.opto.opnsdk.Command.ERASE_STORED_BARCODE_ALL =
"+-MCLR-+"[static]

ARV TF—=H 27 )T ax R

final String jp.co.opto.opnsdk.Command.GET_BATTERY_LEVEL ="[BAL"[static]
B OBERG =~ > K
final String jp.co.opto.opnsdk.Command.GET_DATE_AND_TIME ="[EBG"[static]
g =N
final String jp.co.opto.opnsdk.Command.GET_FIRMWARE_VERSION ="Z1"[static]
N=T g U FERav R
final String jp.co.opto.opnsdk.Command.GET_SETTING ="[XZ5" [static]
BAEORERG =~ F
final String jp.co.opto.opnsdk.Command.GET_STORED_BARCODE_ALL ="[EBD"[static]
AEVTF—=2 M ja~v R

final String jp.co.opto.opnsdk.Command.INITIALIZE_SETTING_ALL ="U1"[static]
b a~<~ 2 K

final String jp.co.opto.opnsdk.Command.INITIALIZE_SETTING_BLUETOOTH =
"]INIT" [static]

Bluetooth#l#i{t =~ > K

final String jp.co.opto.opnsdk.Command.READ_BARCODE ="Z"[static]
Pt o~ N

final String jp.co.opto.opnsdk.Command.RESPONSE_COMMAND ="WC" [static]
av o RISEREI~Y R

final String jp.co.opto.opnsdk.Command.SAVE_SETTING ="Z2"[static]
BRERGFa~ R

final String jp.co.opto.opnsdk.Command.SET_DATE_AND_TIME_END ="[EBF"[static]
RTCOBEM T 2~ B

final String jp.co.opto.opnsdk.Command.SET_DATE_AND_TIME_START = "[EBE"[static]
RTCORERIGa~ R

final String jp.co.opto.opnsdk.Command.SET_DEVICE_NAME_END = "[E66" [static]
T AR T A~
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final String jp.co.opto.opnsdk.Command.SET_DEVICE_NAME_START ="[E65" [static]
TS ALRERME A~ R

final String jp.co.opto.opnsdk.Command.SET_PIN_END ="]PINE" [static]
PINGER T =2~ K

final String jp.co.opto.opnsdk.Command.SET_PIN_START ="]PINS" [static]
PINGE A =~ > F
final String jp.co.opto.opnsdk.Command.SET_REMOTE_DEVICE_ADDRESS END =
"IBDAE"[static]
B TT RLAREK Ta~vr R
final String jp.co.opto.opnsdk.Command.SET_REMOTE_DEVICE_ADDRESS START =
"|BDAS"[static]
Bt F 7 FUARERMBa~ R

final String jp.co.opto.opnsdk.Command.SETTING_PERMISSION ="Z7"[static]
LG PIRREBRARIS T 2~ o K

final String jp.co.opto.opnsdk.Command.SETTING_SIGNAL ="ZZ"[static]
WEBMBKE T 2~ R

final String jp.co.opto.opnsdk.Command.VIBRATOR_ON ="V"[static]
WA T VL —F—Rf#a~ R

final String jp.co.opto.opnsdk.Command.BEEP_BUZZER ="B"[static]
TH—mE o~ R

DT T ADHBIKRDTZ 7 A Vb ERENE L
® src/jp/co/opto/opnsdk/Command.java

jp.co.opto.opnsdk.setting.enums.CommandResponse Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

@ static CommandResponse searchByValue (int value)

Public Z#k

® AckNak =(1,"fA Y (ACK/INAK) ")

® UseProperty AckNakControl =(0, "AckNakControl 7’ & /37 ¢ DFREIZHE D ™)
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g RIS

AUy F

static CommandResponse
jp.co.opto.opnsdk.setting.enums.CommandResponse.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.CommandResponse.toString ()

P

jp.co.opto.opnsdk.setting.enums.CommandResponse.AckNak =(1,"AF Y (ACK/NAK) ")
£ (ACKINAK)

jp.co.opto.opnsdk.setting.enums.CommandResponse.UseProperty_AckNakControl =(0,
"AckNakControl 72 /X7 1t DFEEIZHED ")

AckNakControl 7' & /X7 ¢ OFREIZHE 9

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/CommandResponse.java

jp.co.opto.opnsdk.setting.enums.ConnectionMode Enum Reference
Public XY v F

® String toString ()

Static Public * Vv K

@ static ConnectionMode searchByValue (int value)

Public E#

® SPP_Master =(0, "SPP~ X &# —"

® SPP Slave =(1, "SPPA L—7™")

® HID =(2, "HID")

EiEA
Bt — R
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AYy KR

static ConnectionMode jp.co.opto.opnsdk.setting.enums.ConnectionMode.searchByValue
(int value)[static]

String jp.co.opto.opnsdk.setting.enums.ConnectionMode.toString ()

'

jp.co.opto.opnsdk.setting.enums.ConnectionMode.HID =(2, "HID")
HID

jp.co.opto.opnsdk.setting.enums.ConnectionMode.SPP_Master =(0, "SPP~¥ A ¥ —"
SPP~ A % —

jp.co.opto.opnsdk.setting.enums.ConnectionMode.SPP_Slave =(1, "SPP X L —7™")
SPPA L —7

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/ConnectionMode.java

2 5 R jp.co.opto.opnsdk.setting.DecoderSettings
Public AYwy F

DecoderSettings (byte[] settingData)

boolean isSEAN13 ReadEnable ()

boolean isSEAN13_Addon2ReadEnable ()
boolean isSEAN13_Addon5ReadEnable ()
boolean isSEAN13_TransmitCDEnable ()
boolean isWPC_CaculateCDEnable ()
boolean iSEAN8_TransmitCDEnable ()
boolean isSUPCAE_ReadEnable ()

boolean isSUPCAE_Addon2ReadEnable ()
boolean isUPCAE_Addon5ReadEnable ()
UPCA_TransmitCD getUPCA_TransmitCD ()
UPCE_TransmitCD getUPCE_TransmitCD ()
boolean isCode39 ReadEnable ()

boolean isCode39_CalculateCDEnable ()
boolean isCode39 TransmitCDEnable ()
boolean isCode39 TransmitSTSPEnable ()
boolean isSNW7_ReadEnable ()

boolean isSNW7_TransmitCDEnable ()
NW?7_CalculateCD getNW7_CalculateCD ()
NW?7_TransmitSTSP getNW7_TransmitSTSP ()
boolean isinterleaved20f5_ReadEnable ()
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boolean isinterleaved20f5_TransmitCDEnable ()
boolean isInterleaved20f5_CalculateCDEnable ()
boolean isIndustrial2of5_ReadEnable ()

boolean isIndustrial2of5_TransmitCDEnable ()
boolean isIndustrial2of5_CalculateCDEnable ()
boolean isCode93 ReadEnable ()

boolean isCode93_CalculateCDEnable ()
boolean isCode128 ReadEnable ()

boolean isCode128 CalculateCDEnable ()
boolean isSCode_ReadEnable ()

EAN128 Mode getEAN128 Mode ()

boolean isSIATA_ReadEnable ()
boolean isSIATA_TransmitCDEnable ()
IATA_CalculateCD getlATA_CalculateCD ()

boolean isTelepen_ReadEnable ()

boolean isMatrix20f5_ReadEnable ()

boolean isTriOptic_ReadEnable ()

boolean isMSIPlessey ReadEnable ()
MSIPlessey_TransmitCD getMSIPlessey TransmitCD ()

MSIPlessey CalculateCD getMSIPlessey_CalculateCD ()

boolean isUKPIlessey ReadEnable ()

boolean isGS1DataBar_ReadEnable ()
boolean isGS1DataBarLimited ReadEnable ()
boolean isGS1Expanded_ReadEnable ()
boolean isCode3o0f5_ReadEnable ()

boolean isMicroPDF417_ReadEnable ()
boolean isPDF417_ReadEnable ()

boolean isCodell ReadEnable ()

boolean isGS1DataBar_TransmitCDEnable ()
ErrorMessageMode getErrorMessageMode ()

byte[] getErrorMessageNoL abel ()

byte[] getErrorMessageDecodeFailed ()

boolean isintelligentMail _ReadEnable ()

boolean isPostnet ReadEnable ()

boolean isJapanesePostal_ReadEnable ()

boolean isCodablockF _ReadEnable ()

boolean isDataMatrixECC200_ReadEnable ()
boolean isDataMatrixECC000_ 140 ReadEnable ()
boolean isAztecCode_ReadEnable ()

boolean isAztecRunes_ReadEnable ()

boolean isChineseSensibleCode ReadEnable ()
boolean isQRcode ReadEnable ()

boolean isMicroQRcode ReadEnable ()

boolean isMaxiCode ReadEnable ()

boolean isCompositeOnGS1Databar ReadEnable ()
boolean isCompositeOnUPSEAN_ReadEnable ()

EREA
Ta—FIHETOREERT I T A,
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AVRAMSOBETRARSVA

jp.co.opto.opnsdk.setting.DecoderSettings.DecoderSettings (byte[] settingData)
AANT I A,
5%k

| settingData RET—F (EEEFHOER) |

AUy EF

EAN128 Mode jp.co.opto.opnsdk.setting.DecoderSettings.getEAN128 Mode ()
ENA-128 D HE — FICBT 2 E L BUEG L £77,

byte [] jp.co.opto.opnsdk.setting.DecoderSettings.getErrorMessageDecodeFailed ()
TaA— IR LIZLEDTT— A v b=V ERGLET,

ErrorMessageMode jp.co.opto.opnsdk.setting.DecoderSettings.getErrorMessageMode ()
P TERNTZBEDTT = A v —VICHTLIREZIGLET,

byte [] jp.co.opto.opnsdk.setting.DecoderSettings.getErrorMessageNoLabel ()
TIPSR pol b EDZT—A v =BG LET,

IATA CalculateCD jp.co.opto.opnsdk.setting.DecoderSettings.getlATA_ CalculateCD ()
IATADC/DEHRICEE 4 2 E 2 Btfs L £77,

MSIPlessey CalculateCD
jp.co.opto.opnsdk.setting.DecoderSettings.getMSIPlessey CalculateCD ()

MSI/Plessey DCIDFHFIZBE T 5 i & 2 Hfs L £ 7,

MSIPlessey TransmitCD
jp.co.opto.opnsdk.setting.DecoderSettings.getMSIPlessey_TransmitCD ()

MSI/Plessey DC/DHAIEIZRE T D% E A Bfs L £ 7,

NW7 CalculateCD jp.co.opto.opnsdk.setting.DecoderSettings.getNW7_CalculateCD ()
NW-7OCIDFHFEIZET 2 E 2 G L £ 7,

NW7 TransmitSTSP jp.co.opto.opnsdk.setting.DecoderSettings.getNW7_TransmitSTSP ()
NW-7TO R % — A~y FIZBT 2R ELTG L ET,

UPCA TransmitCD jp.co.opto.opnsdk.setting.DecoderSettings.getUPCA_TransmitCD ()
UPC-ADC/DHAE BT D% E 2 G L £

UPCE TransmitCD jp.co.opto.opnsdk.setting.DecoderSettings.getUPCE_TransmitCD ()
UPC-EDC/DHAEIZB T D% E 2 s L £ 97,
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boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCodell ReadEnable ()
Codell DFHGFAIARE Z UG L £,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCodel28_ CalculateCDEnable ()
Codel28 DC/DFHFEICET D% E X BT L £,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCodel28 ReadEnable ()
Codel128 D&t B Al ik iE 2 Buf L £ 97,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39_CalculateCDEnable ()
Code39DC/DFEHRICEI ¥ 2 3 E & Hufs L £77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39 ReadEnable ()
Code-39 D Fe X vl i & & HufF L £7,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39_TransmitCDEnable ()
Code39D C/D#A LI B4 DA E & HufF L £ 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39 TransmitSTSPEnable ()
Code39D A X — b A kv FICHT A EEZ TG L ET,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode3of5_ ReadEnable ()
Code 3 of 5 DFEEFF AR E Z HfF L £77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode93_CalculateCDEnable ()
Code93DC/DFHRIZBI T Dk &2 G L £

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode93_ReadEnable ()
Code93 D it & Al i iE & s L £97,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_Addon2ReadEnable ()
EAN-13/8 (Addon2) DFiHET raxkiE & s L £

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_Addon5ReadEnable ()
EAN-13/8 (Addon5) DFtHGT IR E & i L £7

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_ReadEnable ()
EAN-13/8 D&t Ui vl i iE 2 B L £77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_TransmitCDEnable ()
EAN-13DC/DEREIZB T D E &2 G L £97,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN8_TransmitCDEnable ()
EAN-8DC/DHRE BT % ik E 2 Htfs L £
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boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1DataBar_ReadEnable ()
GS1 DataBar D #¢HUETF Al ax & & Bl L £

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1DataBar_TransmitCDEnable ()
GS1 DataBar (DC/D#AEIZPET DR EZ IS L £,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1DataBarLimited_ReadEnable ()
GS1 DataBar Limited O #FiHFF AR E 2 Bfs L £ 97,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1Expanded_ReadEnable ()
GS1 DataBar Expanded DT AlakiE 2 BfG L £,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIATA_ReadEnable ()
IATADHE G A5 E 2 BUfF L £ 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIATA_TransmitCDEnable ()
IATADC/DHRE B 2 5% E & Htfs L £ 797

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isindustrial2of5_CalculateCDEnable ()
Industrial20f5 O C/DFHHIC B4 2% E A TG L £7,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isindustrial2of5_ReadEnable ()
Industrial20f5 > Fi BFT 7] % & & B L £ 9

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isindustrial2of5_TransmitCDEnable ()
Industrial20f50> C/D#E(IZ B4 5 R E &2 BuS L £,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isinterleaved20f5_CalculateCDEnable ()
Interleaved20f5 O C/DFRICT 2R E L TG L £1,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isinterleaved2of5 ReadEnable ()
Interleaved20f5 D Ft HLFT FIEX E 2 BUfS L £ 77

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isinterleaved2o0f5 TransmitCDEnable ()
Interleaved20f5 D C/DHAIEIZ B3 D% E A BUSG L £ 7,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMatrix2of5_ReadEnable ()
Matrix20f5 D Fe T Al &% i & B L £ 37,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMicroPDF417_ReadEnable ()
MicroPDF417 O Fi BT % E & Bufs L £ 7

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMSIPlessey ReadEnable ()
MSI/Plessey DEEHNET AIEX E 2 Hifs L £ 77,
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boolean jp.co.opto.opnsdk.setting.DecoderSettings.isNW7_ReadEnable ()
NW-7 D3¢ B ml e 7E & B L £

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isNW7_TransmitCDEnable ()
NW-7DC/DHRIEIZ R 2 BE 2 Bfs L £77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isPDF417_ReadEnable ()
PDF417 DFtlGETF Al E & G L £

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isSCode_ReadEnable ()
SCode Dt LT i & & HufF L £9,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isTelepen_ReadEnable ()
Telepen®D Hi BT IRk E & HufS L £ 97

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isTriOptic_ReadEnable ()
Tri-OpticD HEEF Al ax E & B L £ 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUKPlessey ReadEnable ()
MSI/Plessey O e B vl ik i 2 Hifs: L £ 37,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUPCAE_Addon2ReadEnable ()
UPC-A/E (Addon2) D#iHEFAIRRE 2 B L £,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUPCAE_Addon5ReadEnable ()
UPC-A/E (Addon5) DFEHEF AR E & Bufs L £

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUPCAE_ReadEnable ()
UPC-A/EDHEMRFT A% E 2 A% L 97,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isWPC_CaculateCDEnable ()
WPC (UPC, EAN, JAN) OC/DFFEIZET % ELXTIFL 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isintelligentMail_ReadEnable ()
IntelligentMail DFEHGT Al a% & & i L E 3,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isPostnet_ReadEnable ()
Postnet DHEHLET AR E 2 Hifs L £ 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isJapanesePostal_ReadEnable ()
JapanesePostal el EF Rk E &2 Bl L £ 47,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCodablockF_ReadEnable ()
CodablockF D FEHRFF A& E & HikF L £77,
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boolean jp.co.opto.opnsdk.setting.DecoderSettings.isDataMatrixECC200_ReadEnable ()
DataMatrixECC200 D FHeliiF Al e iE & B L £ 37,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isDataMatrixECC000_140 ReadEnable ()
DataMatrixECC000-140 D #HtHET AIa%E & HufF L £ 737,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isAztecCode_ReadEnable ()
AztecCode D FHiHEF AT E & HUiF L £77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isAztecRunes_ReadEnable ()
AztecRunes DFEEGET Ala%E 2 TG LE T,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isChineseSensibleCode_ReadEnable ()
ChineseSensibleCode D #tHET FIEXE # Hifs L £ 7,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isQRcode_ReadEnable ()
QR code DFHEHGFF AIARE &2 HUfG L £ 97,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMicroQRcode_ReadEnable ()
MicroQRcode DFEHNFT AIEXE 2 Hifs L £ 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMaxiCode_ReadEnable ()
MaxiCode DFEHNFF AIFXE & HifF L £ 77,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCompositeOnGS1Databar_ReadEnable
0
Composite on GS1Databar D FEHET Al 5% E & Bufs L £ 37,

boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCompositeOnUPCEAN_ReadEnable ()
Composite on UPC/EAN D FEHUFF AIFRE 2 B L £ 97,

DT T ADHBIKRDTZ 7 A Vb ERENE L
® src/jp/co/opto/opnsdk/setting/DecoderSettings.java

2 5 X jp.co.opto.opnsdk.callback.DoDiscoveryCallback
jp.co.opto.opnsdk.callback.DoDiscoveryCallback(Z x4 % fk&k 7 Z —7
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jprcozoptocopnsdi:callback:|BluetoothCallbacks Sete BlustoothDevice = =
&

I |p.co.opio.opnedk.calback. DoDiscove nCalback
Public AYwy F
® void execute (Set< BluetoothDevice > devices)
@ boolean canExecute (Set< BluetoothDevice > devices)
Protected XY w F
® abstract void callbackExecute (Set< BluetoothDevice > devices)

EL ]
Bluetooth7 /XA A DRRZZIIRT D a— /Ny 7 DR T T A,

AUy EF

abstract void jp.co.opto.opnsdk.callback.DoDiscoveryCallback.callbackExecute (Set<
BluetoothDevice > devices)[protected], [pure virtual]

I— NNy T EFITLET,

FIIY T T RAEENET,

5%

' devices RS NIT A R,

boolean jp.co.opto.opnsdk.callback.DoDiscoveryCallback.canExecute (Set< BluetoothDevice
> devices)

void jp.co.opto.opnsdk.callback.DoDiscoveryCallback.execute (Set< BluetoothDevice >
devices)

D7 T ADHRARIROTZ 7 A N DAERSHE Liz:
® src/jp/co/opto/opnsdk/callback/DoDiscoveryCallback.java

jp.co.opto.opnsdk.setting.enums.EAN128 Mode Enum Reference
Public XY v F

® String toString ()

Static Public * Y w F

® static EAN128 Mode searchByValue (int value)

Public &

® Read_IfPossible =(2, "#t A H ¥ #F 7] if Possible™)

® Read Only =(1, "#iAH ¥ # 7] EAN-128 Only")

® NotRead =(0, "Ft A BV 251 Codel28& L CHI /™)
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EAN-128 Fi/xH Y

AUy F

static EAN128 Mode jp.co.opto.opnsdk.setting.enums.EAN128 Mode.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.EAN128_Mode.toString ()

E#

jp.co.opto.opnsdk.setting.enums.EAN128 Mode.NotRead =(0, "#tA#H Y k1 Codel28& LT
H")
St AHL D 2511 Codel28: L CTHI

jp.co.opto.opnsdk.setting.enums.EAN128_Mode.Read_IfPossible =(2, "#AH Y FFHl if
Possible")

e A HELY FF T if Possible

jp.co.opto.opnsdk.setting.enums.EAN128_Mode.Read_Only =(1, "FtA B Y §F 7] EAN-128
Only")

FEAHLY FF P EAN-128 Only

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/EAN128 Mode.java

2 2 X jp.co.opto.opnsdk.callback.EnableAckNakCallback
jp.co.opto.opnsdk.callback.EnableAckNakCallback(Z x4~ 2 fk7& 7= =7
jp:cooptoopnsdk:callback:Opn2002Callback< Void =

T

| jp.co.opto.opnsdk.callback. VoidCallback

I

000 o g B ¢ ik Enides bt et

Public AV v F
® EnableAckNakCallback ()
@ boolean canExecute (String str)
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Additional Inherited Members

EL
AckNak BNz D a— Ny 7 OFR T T A,

AVRAMSVBETARAESVA

jp.co.opto.opnsdk.callback.EnableAckNakCallback.EnableAckNakCallback ()

AUy F

boolean jp.co.opto.opnsdk.callback.EnableAckNakCallback.canExecute (String str)

DI 7 ADHAIKRD T 7 A VipbERIHE LTz
® src/jp/co/opto/opnsdk/callback/EnableAckNakCallback.java

jp.co.opto.opnsdk.setting.enums.ErrorMessageMode Enum Reference
Public XY v F

® String toString ()

Static Public * Vv F

@ static ErrorMessageMode searchByValue (int value)

Public E#

® Disable =(0, "Z1F L7221V

® Enable ReferSeparately =(9, "5 9 %")

Bl
PR R o T2 G e 0= T — A v —T

AYy KR

static ErrorMessageMode
jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.toString ()

'

jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.Disable =(0, "2&5{§ L7Z2\")
HEE L2
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jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.Enable_ReferSeparately =(9, "3 %
Il)
EETD

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/ErrorMessageMode.java

jp.co.opto.opnsdk.setting.enums.FunctionButtoninput Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

® static FunctionButtonlnput searchByValue (int value)
Public &#

HT =(0x09, "HT")

LF =(0x0A, "LF")

CR =(0x0D, "CR")

CAN =(0x18, "CAN")

ESC =(0x1B, "ESC")

,.E-ID“‘:

B
Ty g U

AYy R

static FunctionButtonlnput
jp.co.opto.opnsdk.setting.enums.FunctionButtonIinput.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.toString ()

'

jp.co.opto.opnsdk.setting.enums.FunctionButtoninput.CAN =(0x18, "CAN")
CAN

jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.CR =(0x0D, "CR")
CR

jp.co.opto.opnsdk.setting.enums.FunctionButtoninput.ESC =(0x1B, "ESC")
ESC

jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.HT =(0x09, "HT")
HT
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jp.co.opto.opnsdk.setting.enums.FunctionButtonIinput.LF =(0x0A, "LF")
LF

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/FunctionButtoninput.java

2 2 X jp.co.opto.opnsdk.callback.GetBatteryLevelCallback
jp.co.opto.opnsdk.callback.GetBatteryLevelCallbackiZ x4 5 fif#& 7= 7
jpcozoptozopnsdk:callback:OpnZ002Callback= Double =

W oaph et Bk Gl e Lev ol Tk

Public AYw F

® hoolean canExecute (String str)
Protected AV F

® Double createParameter (String str)

,.E-ID“':

BH
Ny TV —EORRIHT 52—y 7 OIIR Y T A,

AUy R
boolean jp.co.opto.opnsdk.callback.GetBatteryLevelCallback.canExecute (String str)

Double jp.co.opto.opnsdk.callback.GetBatteryLevelCallback.createParameter (String
str)[protected]

DT ADBBIKRDTZ 7 A VIO ERSHE LT
® src/jp/co/opto/opnsdk/callback/GetBatteryl evelCallback.java

2 5 X jp.co.opto.opnsdk.callback.GetDateAndTimeCallback
jp.co.opto.opnsdk.callback.GetDateAndTimeCallback|Zxf 3" B k& 77 7

jp:co:opto:opnsdk:callback:Opn2002Callback< Date >
]

N copho. opn i allls ok el abe v Tiawe T ol ack:
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Public AYwy F

® boolean canExecute (String str)
Protected XY v F

® Date createParameter (String str)

EiiEA
HAL « RRAOBIFIH T D a—n "y 7 Ofi%R 7 7 A,

AVYYF
boolean jp.co.opto.opnsdk.callback.GetDateAndTimeCallback.canExecute (String str)

Date jp.co.opto.opnsdk.callback.GetDateAndTimeCallback.createParameter (String
str)[protected]

DT T ADHBIKRDTZ 7 A Vb ERENE L
® src/jp/co/opto/opnsdk/callback/GetDateAndTimeCallback.java

2 5 X jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback
jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback!(Z xf9~ 2 fk7&k 7= 7
jpco:opto:opnsdk:callback:OpnZ002Callback= String >

Jp.co.opto.opnedk calback GeFImwarVemionCallback

Public AV v F

® boolean canExecute (String str)
Protected AV F

@ String createParameter (String str)

B7L:T
N g ANERBTT 2 a3 — "y 7 OG5 A,

P VAN
boolean jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback.canExecute (String str)

String jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback.createParameter (String
str)[protected]
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DI T ADBBIKRD 7 7 A Vb ERENE L
® src/jp/co/opto/opnsdk/callback/GetFirmwareVersionCallback.java

2 5 X jp.co.opto.opnsdk.callback.GetSettingCallback
jp.co.opto.opnsdk.callback.GetSettingCallback(Z x4 2 fkk 77 7
jp:cosoptozopnsdk:callback:Opn2002Callback= Seftings =

e g0y o s i G P50 innC ol ok

Public AV v F

® boolean canExecute (String str)

® void execute (String str)
Protected XY v F

@ Settings createParameter (String str)

B
BREDBIF T D 3=y 7 DG 7 7 A,

AV K
boolean jp.co.opto.opnsdk.callback.GetSettingCallback.canExecute (String str)

Settings jp.co.opto.opnsdk.callback.GetSettingCallback.createParameter (String
str)[protected]

void jp.co.opto.opnsdk.callback.GetSettingCallback.execute (String str)

D7 TADHAIROTZ 7 ANDDERSNE LTz
@ src/jp/co/opto/opnsdk/callback/GetSettingCallback.java

jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime Enum Reference
Public AV v F

® String toString ()

Static Public * Vv F

@ static GoodReadLED_ONTime searchByValue (int value)

Public Z#{

® Disable =(0, "%

® 200msec =(10, "200ms")

® 400msec =(20, "400ms")

® 800msec =(40, "800ms")
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Bl
LED A AT i

AUy F

static GoodReadLED ONTime
jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime.toString ()

P

jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime._200msec =(10, "200ms")
200ms

jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime._400msec =(20, "400ms")
400ms

jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime._800msec =(40, "800ms")
800ms

jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime.Disable =(0, " %&%h")
2

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/GoodReadL ED_ONTime.java

jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD Enum Reference
Public AYwy F

@ String toString ()

Static Public *Y v F

® static IATA CalculateCD searchByValue (int value)

Public Z&#

® CalculateCD_CPN_Form_Serial =(1, "C/D#t% 9% (CPN+FORM SERIAL)")
® CalculateCD_Form_Serial =(2, "C/Di#t% 3% (FORM SERIAL)")

® CalculateCD_All_Data =(3, "C/DFI%& 3% (ALL DATA)")

® NotCalculateCD =(0, "C/DFHEL L 72\ \")
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S5 BA
IATA C/D3H&

AUy F

static IATA CalculateCD jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.searchByValue
(int value)[static]

String jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.toString ()

E#

jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.CalculateCD_All_Data =(3, "C/DEE T 5
(ALL DATA)")

C/DFH% 3% (ALL DATA)

jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.CalculateCD_CPN_Form_Serial =(1,
"C/IDFtE 9% (CPN+FORM SERIAL)")

C/IDFt#% 3% (CPN+FORM SERIAL)

jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.CalculateCD_Form_Serial =(2, "C/DFt&
3% (FORM SERIAL)")

C/DFt#% 4% (FORM SERIAL)

jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.NotCalculateCD =(0, "C/DF & L 72\ ")
C/DEFHF L 72\

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/IATA_CalculateCD.java

A4 2327 xz—XR jp.co.opto.opnsdk.callback.IBluetoothCallback< T >
Public AV v F

® void execute (T parameter)

@ boolean canExecute (T parameter)

#itER
FERBERC KT A T — ANy T DA LV H—T =— R,
5%k
<T> 2N Z L TREDNT A — 5 DI,
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AV K
boolean jp.co.opto.opnsdk.callback.IBluetoothCallback< T >.canExecute (T parameter)
A= NNy T EFATTE N E I PEHELET,
5%k
parameter | RF A—%, |

RV E:
FATTX A Ttrue, TX 724 I false,

void jp.co.opto.opnsdk.callback.IBluetoothCallback< T >.execute (T parameter)
TNy 7 ST LR, RS T Lo L SICETSNET,
515k
 parameter RT A=,

ZDAVE T 2—ADHHAITKRDT 7 A VInLERESNE LT
@ src/jp/co/opto/opnsdk/callback/IBluetoothCallback.java

4 >3 7x—2RX jp.co.opto.opnsdk.observer.IBluetoothObserver
Public * Vv F

@ void connected (BluetoothDevice device)

@ void connectFailed ()

® void connectionLost ()

® void receive (String str)

EL ]
VE—FTFNRARAEDBETRELIARY "2 F T —NITENT D200, 2 —T

= — A,

AV KR

void jp.co.opto.opnsdk.observer.IBluetoothObserver.connected (BluetoothDevice device)
UE— T3 RTER SNV EIT SN E T,
515
‘%Wﬁ \%ﬁka%—}?ﬂ{xo \

void jp.co.opto.opnsdk.observer.IBluetoothObserver.connectFailed ()

UE— h T3, A2 T, KRR TSN E 9,
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void jp.co.opto.opnsdk.observer.IBluetoothObserver.connectionLost ()

UE— M7 AL OERBERSNIZE SIZEITSNET,

void jp.co.opto.opnsdk.observer.IBluetoothObserver.receive (String str)
UE—FT A ZAMBT —F %[5 LIERHZEIT SN ET,
5%k

| str EELET—4,

DAL ET 2= ADRPATKRDO T 7 A VI HARINE Lz
@ src/jp/co/opto/opnsdk/observer/IBluetoothObserver.java

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay Enum Reference

Public AYw F

® String toString ()

Static Public * Vv F

@ static InterCharacterDelay searchByValue (int value)

Public E#
Omsec =(0, "0ms")
10msec =(10, "10ms")
20msec =(20, "20ms")
30msec =(30, "30ms")
40msec =(40, "40ms")
50msec =(50, "50ms")
60msec =(60, "60ms")
70msec =(70, "70ms")
80msec =(80, "80ms")
90msec =(90, "90ms")
100msec =(100, "100ms")
150msec =(150, "150ms")
200msec =(200, "200ms")
250msec =(250, "250ms")
300msec =(300, "300ms")
350msec =(350, "350ms")
400msec =(400, "400ms")
450msec =(450, "450ms")
500msec =(500, "500ms")
550msec =(550, "550ms")
600msec =(600, "600ms")

,.E-DI‘:

& BA
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static InterCharacterDelay
jp.co.opto.opnsdk.setting.enums.InterCharacterDelay.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.InterCharacterDelay.toString ()

'

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. Omsec =(0, "Oms")
Oms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 100msec =(100, "100ms")
100ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 10msec =(10, "10ms")
10ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 150msec =(150, "150ms")
150ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 200msec =(200, "200ms")
200ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._20msec =(20, "20ms")
20ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 250msec =(250, "250ms")
250ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._300msec =(300, "300ms")
300ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._30msec =(30, "30ms")
30ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 350msec =(350, "350ms")
350ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 400msec =(400, "400ms")
400ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 40msec =(40, "40ms")
40ms
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jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._450msec =(450, "450ms")
450ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 500msec =(500, "500ms")
500ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 50msec =(50, "50ms")
50ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 550msec =(550, "550ms")
550ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 600msec =(600, "600ms")
600ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay. 60msec =(60, "60ms")
60ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._70msec =(70, "70ms")
70ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._80msec =(80, "80ms")
80ms

jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._90msec =(90, "90ms")
90ms

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/InterCharacterDelay.java

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage Enum Reference
Public XY v F

@ String toString ()

Static Public *Y v F

@ static KeyboardlL anguage searchByValue (int value)
Public ZE#

USA =(0x01, "USA")

UK =(0x02, "UK")

French =(0x03, "French")

German =(0x04, "German")

Italian =(0x05, "ltalian")

Belgian =(0x09, "Belgian")

Spanish =(0x0A, "Spanish")
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Portuguese =(0x0B, "Portuguese")
Dutch =(0x0C, "Dutch")

Swedish =(0x0D, "Swedish")

Finnish =(0x0E, "Finnish™)
SwissGerman =(0x0F, "SwissGerman")
SwissFrench =(0x10, "SwissFrench™)
Japanese =(0x11, "Japanese")

Danish =(0x12, "Danish")

Norwegian =(0x13, "Norwegian")
Czech =(0x15, "Czech™)

BT
¥ —KR— FEHE

AUy EF

static KeyboardLanguage
jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.toString ()

P

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Belgian =(0x09, "Belgian")
Belgian

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Czech =(0x15, "Czech")
Czech

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Danish =(0x12, "Danish")
Danish

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Dutch =(0x0C, "Dutch")
Dutch

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Finnish =(0x0E, "Finnish")
Finnish

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.French =(0x03, "French")
French

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.German =(0x04, "German")
German

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.ltalian =(0x05, "Italian")
Italian
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jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Japanese =(0x11, "Japanese")
Japanese

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Norwegian =(0x13, "Norwegian")
Norwegian

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Portuguese =(0x0B, "Portuguese")
Portuguese

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Spanish =(0x0A, "Spanish")
Spanish

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Swedish =(0x0D, "Swedish")
Swedish

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.SwissFrench =(0x10, "SwissFrench")
SwissFrench

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.SwissGerman =(0x0F, "SwissGerman")
SwissGerman

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.UK =(0x02, "UK")
UK

jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.USA =(0x01, "USA")
USA

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/KeyboardlL anguage.java

jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod Enum Reference
Public XY v F

@ String toString ()

Static Public *Y v F

@ static MemoryOutputMethod searchByValue (int value)

Public ZE#

® OnConnected =(0, "H&fke RN H 71™)

® FunctionButtonOrCommand =(1,"~7 7 > 7 v a ¥ —# Fira~< > R TH"

,.E-Iﬂ“:I

BA
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static MemoryOutputMethod
jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.toString ()

'

jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.FunctionButtonOrCommand =(1, " 7
77 vard—@Travr FTHA"
Ty varyI—MEhravr RTHA

jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.OnConnected =(0, " BRI /1)
efoeir Bl 7

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/MemoryOutputMethod.java

jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD Enum Reference
Public XV v F

® String toString ()

Static Public *Y v F

@ static MSIPlessey_CalculateCD searchByValue (int value)

Public &E#

® CalculateCD_CD1 _only Mod10 =(1, "C/D#t%9"% CD1 only (Mod10)™)
CalculateCD_CDs_Mod10_Mod10 =(2, "C/Di#t% 9% CD's (Mod10/Mod10)")
CalculateCD_CDs_Mod10_Mod11 =(3, "C/Di#t%# 9% CD's (Mod10/Mod11)")
CalculateCD_CDs_Mod11 Mod10 =(4, "C/Di#t% 9% CD's (Mod11/Mod10)")
NotCalculateCD =(0, "C/Daf % L 72\ ")

Bl
MSI/Plessey C/D=}%#L

AYy KR

static MSIPlessey CalculateCD
jp.co.opto.opnsdk.setting.enums.MSIPlessey CalculateCD.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.MSIPlessey_ CalculateCD.toString ()
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E#

jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.CalculateCD_CD1_only_Mod10
=(1, "C/DEHE$ % CD1 only (Mod10)")

C/IDEH#4% CD1 only (Mod10)

jp.co.opto.opnsdk.setting.enums.MSIPlessey CalculateCD.CalculateCD_CDs_Mod10_Mod10
=(2, "C/DEE ¥+ 5 CD's (Mod10/Mod10)")

C/IDEFE 3% CD's (Mod10/Mod10)

jp.co.opto.opnsdk.setting.enums.MSIPlessey CalculateCD.CalculateCD_CDs_Mod10 Mod11l
=(3, "C/DEE ¥ 5 CD's (Mod10/Mod11)")

C/DEME 3% CD's (Mod10/Mod11)

jp.co.opto.opnsdk.setting.enums.MSIPlessey CalculateCD.CalculateCD_CDs_Mod11l Mod10
=(4,"C/D#HE ¥+ CD's (Mod11/Mod10)")

C/DEFE 3% CD's (Mod11/Mod10)

jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.NotCalculateCD =(0, "C/DFt&E L
AN

C/IDEHHE L 72\

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/MSIPlessey _CalculateCD.java

jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD Enum Reference
Public XY v F

® String toString ()

Static Public * Y w K

@ static MSIPlessey_TransmitCD searchByValue (int value)

Public E#

® TransmitCD_CD1 =(1, "CD#5%4 % CD1")

® TransmitCD_CD1 CD2 =(2, "CD#x%9 % CD1 and CD2")

® NotTransmitCD =(0, "CD#ii1% L 72\ ")

BTLL
MSI/Plessey C/D#z 1%
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static MSIPlessey TransmitCD
jp.co.opto.opnsdk.setting.enums.MSIPlessey TransmitCD.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.toString ()

£
jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.NotTransmitCD =(0, "CD#z% L 72
W)

CDHRE L 72\

jp.co.opto.opnsdk.setting.enums.MSIPlessey TransmitCD.TransmitCD_CD1 =(1, "CD#zi%9"
%5 CD1")

CDixtd % CD1

jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.TransmitCD_CD1_CD2 =(2, "CD#zx
%9 % CD1and CD2")

CD¥z1%9 % CD1and CD2

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/MSIPlessey _TransmitCD.java

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime Enum Reference
Public AV v F
@ String toString ()
Static Public *Y v F
@ static MultipleReadResetTime searchByValue (int value)
Public Z#{
Infinity =(0, "#E[R")
50msec =(3, "50ms")
100msec =(5, "100ms")
200msec =(10, "200ms")
300msec =(15, "300ms")
400msec =(20, "400ms")
500msec =(25, "500ms")
600msec =(30, "600ms")

B
CEHAYIES A <
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static MultipleReadResetTime
jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime.toString ()

E#

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._100msec =(5, "100ms")
100ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._200msec =(10, "200ms")
200ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._300msec =(15, "300ms")
300ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._400msec =(20, "400ms")
400ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime. 500msec =(25, "500ms")
500ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._50msec =(3, "50ms")
50ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime. 600msec =(30, "600ms")
600ms

jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime.Infinity =(0, " #&FR")
HEMR

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/MultipleReadResetTime.java

jp.co.opto.opnsdk.setting.enums.NumPadMode Enum Reference
Public XY v F
® String toString ()
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Static Public AV v F

@ static NumPadMode searchByValue (int value)

Public Z#k

® Auto =(0x00, "AUTO7R A ~ ®NumLock — M IRREIZ & » TEIE")

® OFF =(0x01, "s& il I NumLock & — 23 S 7L TV R U VIRBEIZ T2 ™)

,.E-Iﬂ“:I

BA
numPadt— R

AUy F

static NumPadMode jp.co.opto.opnsdk.setting.enums.NumPadMode.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.NumPadMode.toString ()

%

jp.co.opto.opnsdk.setting.enums.NumPadMode.Auto =(0x00, "AUTO&R A F NumLock¥x—®D
REEIC &> THIE)

AUTOZ % k ®NumLock¥x — DR EEIZ L - TENE

jp.co.opto.opnsdk.setting.enums.NumPadMode.OFF =(0x01, "5&fHFIIZNumLock ¥ —f & h
TWRWIRRRIZ 57)
SR A IZNumLock X — 23 Z AL TV RV R EEIC T 5

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/NumPadMode.java

jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

@ static NW7_CalculateCD searchByValue (int value)

Public Z#k

® CalculateCD_Mod10 WeightHalf =(1, "C/D#t%4 % Mod10/W1,2 specl™)
CalculateCD_Mod16 =(2, "C/D#t5H 4% Mod16™)

CalculateCD_7check =(3, "C/D#t#%.9"% 7 check™)

CalculateCD_Mod11 =(4, "C/D#%4 % Mod11")

NotCalculateCD =(0, "C/Daf% L 72\ ")
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AUy F

static NW7 CalculateCD jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.searchByValue
(int value)[static]

String jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.toString ()

E#

jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_7check =(3, "C/DEH T 5
7 check™)

C/DEt% 9% 7 check

jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_Mod10_ WeightHalf =(1,
"C/DEHE 45 Mod10/W1,2 specl”)

C/DFHE3 % Mod10/W1,2 specl

jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_Mod11 =(4, "C/DEt&E+ 5
Mod11")

C/DEHH. 7% Modl1l

jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_Mod16 =(2, "C/DEt&E ¥ 5
Mod16")

C/DEHH. 9% Mod16

jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.NotCalculateCD =(0, "C/DFHE L72\\")
C/DEHHE L 72\

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/NW7_CalculateCD.java

jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP Enum Reference
Public XY v F

® String toString ()

Static Public * Vv K

@ static NW7_TransmitSTSP searchByValue (int value)

Public E#

® Transmit ABCD_TN_ast E =(1, "fzi% 3% ABCD/TN*E")
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Transmit_abcd_tn_ast e =(2, "#z%9 % abcd/tn*e")

Transmit ABCD =(3, "f£169" % ABCD")

Transmit_abcd =(4, "#5159" % abcd”)
Transmit_DC1DC2DC3DC4 =(5, "%~ % DC1DC2DC3DC4")
NotTransmit =(0, "#z16 L 72\ ")

..E-Iull':

Be
NW-7 A X — KA b v THE%E

AUy EF

static NW7 TransmitSTSP
jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.toString ()

E#

jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.NotTransmit =(0, "#5:% L 721 ")
Rk L 720
jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_ABCD =(3, "#5% 73

ABCD")
#£1%59 %5 ABCD

jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_abcd =(4, "#53%9 % abcd")
59 % abed
jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_ ABCD_TN_ast_E =(1, "#x%

95 ABCD/TN*E")
fx5 9 %5 ABCD/TN*E

jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_abcd_tn_ast_e =(2, "#z163"
% abcd/tn*e")

fiz5d % abcd/tn*e

jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_DC1DC2DC3DC4 =(5, "#5i%
9% DC1DC2DC3DC4")

fir1%9 %5 DC1DC2DC3DC4

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/NW7_TransmitSTSP.java
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2 5 X jp.co.opto.opnsdk.Opn2002BluetoothService
jp.co.opto.opnsdk.Opn2002BluetoothService (2 %3 5 fk& 7 7
BroadcastReceiver

I

| jp.co.opto.opnsdk BluetoothService

T

Jp.co opio opr: . Opni0ZBlusioohis rmce

Public AYwy F

void initializeSettingAll (\VoidCallback callback)

void initializeSettingBluetooth (VoidCallback callback)

void getFirmwareVersion (GetFirmwareVersionCallback callback)
void readBarcode (VoidCallback callback)

void vibratorOn(VoidCallback callback)

void beepBuzzer (VoidCallback callback)

void getDateAndTime (GetDateAndTimeCallback callback)
void getBatteryl evel (GetBatteryl evelCallback callback)
void saveSetting (\VoidCallback callback)

void getStoredBarcodeAll (VoidCallback callback)

void eraseStoredBarcodeAll (VoidCallback callback)

void setPIN (String str, VoidCallback callback)

void setBDAddress (String str, VoidCallback callback)

void setDeviceName (String str, VoidCallback callback)

void setDateAndTime (String dateStr, SetDateAndTimeCallback callback)
void getSetting (GetSettingCallback callback)

void enableAckNak ()

void enableAckNak (EnableAckNakCallback callback)

void write (String out)

void write (String out, Opn2002Callback<?> callback)

Static Public *Y v F

@ static Opn2002BluetoothService getlnstance ()

@ static Opn2002BluetoothService getinstance (Context context)
@ static byte[] toPrimitive (Byte[] array)

Static Public ZE#

® static final byte[] EMPTY_BYTE ARRAY = new byte[0]
Protected AV K

@ void postObserver (final int postType, final Object...obj)
Additional Inherited Members

,.E-ID“':

Be
T —X% a7 % —0PN2002 & SPPEf: 4 1T 9 7= D BluetoothService 7 7 A,
F— R ALy R —IRT AR a~w s REAY v RELTEMELTWET,
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[GoF]Singleton/ X% — L & ffi > THRIEINTWNWDH D, A Y AX AL ARSIV E
7,

A AR AOEAIZIE,. Opn2002BluetoothService#getinstance() & H L TL 72 & vy,
JLARHY 703812 DAL X BluetoothService & [7 U T,

AYy KR

void jp.co.opto.opnsdk.Opn2002BluetoothService.enableAckNak ()
ACK/NAKIHIFEIBE 2 A W IZRRE L £,
DAYy MR TLEMTOET,

void jp.co.opto.opnsdk.Opn2002BluetoothService.enableAckNak (EnableAckNakCallback
callback)

ACK/NAKHIEHIFR EE B D ICRE L E7,

ZDA Yy RIZFERMCRETONE T, LENE T35 &, callback /TSI E
‘éﬂo

5%k

\ callback EFETRICFETEND a— ANy T, ‘

void jp.co.opto.opnsdk.Opn2002BluetoothService.eraseStoredBarcodeAll (VoidCallback
callback)

FT—RaL I HE—DAEVT—E% 7 )T LET,

ZDA Yy NIIFERBI TR TN E T, LN E T35 &, callbacknyF T3 FE
7,

5%k

callback EE THRICEITS NS T ANy S, |

void jp.co.opto.opnsdk.Opn2002BluetoothService.getBatteryLevel (GetBatterylL evelCallback
callback)

TF—salL s d—DEMEELZISLET,

ZOXA Yy RIIFERBITRENMTONE T, WHENTET T 5L, callback?yE TS v E
B

714k

callback MBS TRICEIT SNG A Ay 7, |

void jp.co.opto.opnsdk.Opn2002BluetoothService.getDateAndTime
(GetDateAndTimeCallback callback)

F—HaAlL s A —CRESN TV HFEZRELET,
ZOA Yy RIZFERBITREMTONE T, WHENTET T 5 L, callback?yET S v E
R
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5%
' callback B TRICET SN I ANy T,

void jp.co.opto.opnsdk.Opn2002BluetoothService.getFirmwareVersion
(GetFirmwareVersionCallback callback)

TFT—HaAL g E—DN—Va R LET,

SDA Yy FEHFM TR O E T, MRS T L callback3 AT S E
‘ﬁ—o

518

callback B THRICFATENS TSy 7, |

static Opn2002BluetoothService jp.co.opto.opnsdk.Opn2002BluetoothService.getinstance
(O[static]

Mae—DA L AH A% EE L E9, getlnstance(Context context) S EIT SN TW AT
ENUllNIREN S,

R E:
AVAH A

static Opn2002BluetoothService jp.co.opto.opnsdk.Opn2002BluetoothService.getinstance
(Context context)[static]

Me—DA L AZ L AHTELET,
5%k
' context AT |

RV E:
AARZ LA

void jp.co.opto.opnsdk.Opn2002BluetoothService.getSetting (GetSettingCallback callback)
T=H AL X —OEFEFERSELET,
ZDAY y FIZHERPTREETONET, LR T T 5 L. callback?yFE TS %
B
51%:
callback S TRICEIT SRS T— LRy s, |

void jp.co.opto.opnsdk.Opn2002BluetoothService.getStoredBarcodeAll (VoidCallback
callback)

FeH ALY H—DAEY TSRS LET,

SDA Yy FEHFRM TR O E T, MRS TS & callback AT S E
-ﬁ—o

518

' callback B THRICFATEND I — ANy 7, |
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void jp.co.opto.opnsdk.Opn2002BluetoothService.initializeSettingAll (VoidCallback callback)

F—H ALy A —DOEREEVHL L ET,
ZORA Yy RIFFEFE TR TN E T, WERE T35 &, callback?3 34T S 1%

TO

5%
callback B TRICET SN I ANy T,

void jp.co.opto.opnsdk.Opn2002BluetoothService.initializeSettingBluetooth (VoidCallback

callback)
F—% a7 Z—DBluetoothi% & Z F1{k L £,
FITSINE

ZORA Yy RIFFERBI TR TN E T, WHET T 5 &, callback??
T
71%:

' callback
void jp.co.opto.opnsdk.Opn2002BluetoothService.postObserver (final int postType, final
Object... obj)[protected]
void jp.co.opto.opnsdk.Opn2002BluetoothService.readBarcode (VoidCallback callback)

F—galy g —T—a— Fula s L E T
ZDOA Yy RIFFERBI TR TN E T, LBNET T 5 &, callback/ EfTS N E

B
L—H—Z —ERFHONIRABIZ L £ 7,

B TRICEIT SN Iy T,

5%
callback B THRICET SN I ANy,

void jp.co.opto.opnsdk.Opn2002BluetoothService.vibratorOn (VoidCallback callback)

FH ALY Z—DNAL T L= — B ST ET,
ZOA Yy RIZFERBI TR TONE T, WHENTET T 5 L, callback?yET S E

D

WA T —F—ZIRESEET,

7%

' callback
void jp.co.opto.opnsdk.Opn2002BluetoothService.beepBuzzer (VoidCallback callback)

F—Ral g A —D TP —EEE ST E T,
ZDA Yy RIZFERMCOUER TOIE T, LENE T35 &, callback /TSI E

B
T -z RE ST ET,

B TRICEITSN D Iy T,
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5%
callback S TRICEIT SRS TRy 7, |

void jp.co.opto.opnsdk.Opn2002BluetoothService.saveSetting (VoidCallback callback)
T—H AL I X —DERAEVIRGFINTNWIREL, FERAEVIRGFLET,
ZOA Yy RIZFERITREIMTOIE T, LHENTET T 5 L, callback?yET S E
‘j‘o
71%:
' callback B THRICFATEND TSy 7, |

void jp.co.opto.opnsdk.Opn2002BluetoothService.setBDAddress (String str, VoidCallback
callback)

TFT—HaL s A —nbLEERT 2MFOBDT RLAZRELET,
ZOR Yy RIZFEEH TR TONE T, WHRET 95 &, callback23 34T S L%
j’_o

5%
str BT \TRET D EBD T R LA,
callback WBRSE THRIZFI TSN a— Ny T,

void jp.co.opto.opnsdk.Opn2002BluetoothService.setDateAndTime (String dateStr,
SetDateAndTimeCallback callback)

F—RaAL s Z—DARKERELET,
ZOR Yy RIZFEE TR TONE T, WHRET 95 &, callback?y 34T S L%
ED

Gk e
dateStr BT E T 5 B AT SRS (yyyyMMddHHMmSS),
callback WERSE TIRIZFIT S ND a— NNy 7,
B4}
lllegalArgume | dataStr23Null D4,
ntException

void jp.co.opto.opnsdk.Opn2002BluetoothService.setDeviceName (String str, VoidCallback
callback)

F—=H AL T B —DF N, AL EHELET,
ZOA Yy RIFHERPITRBESThIE T, LENET 5 L callback/n 4T Stk
7,

5%
str HTICRET DT 3 24,
callback WLBRSE T BTSN A T — LNy 7,
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void jp.co.opto.opnsdk.Opn2002BluetoothService.setPIN (String str, VoidCallback callback)
T—XalL X —OPINa— RZERELET,
ZDAY y FIZHERP TREETONET, LT T T 5 L. callback?y TS %
R

5%
str H7- K ET HDPINZ— K,
callback WLBRSE T BTSN A T — LNy 7,

static byte [] jp.co.opto.opnsdk.Opn2002BluetoothService.toPrimitive (Byte[] array)[static]
Byte ™ D54 7Y 7 ¢ 7 byt ORHINIZ LT D
5%k
 array | |
R fE:

void jp.co.opto.opnsdk.Opn2002BluetoothService.write (String out)
F—HaAL I —MEEOa~v REEELET,
51%:
out
Bi5h:

lllegalArgume | outZ2*NULLNull D34,
ntException

SR
BluetoothService::write(String)

FEETAHav R,

void jp.co.opto.opnsdk.Opn2002BluetoothService.write (String out, Opn2002Callback<?>
callback)

F—Hal IR EEDa~v REEELET,

ZDA Yy RIZFERMCORE T E T, LENE T35 &, callbackZE/ TSI E
‘éﬂo

5%
out EETHav R,
callback WVESE TRICFEITTSNA a— NNy 7,
¥

final byte [] jp.co.opto.opnsdk.Opn2002BluetoothService. EMPTY_BYTE_ARRAY = new
byte[O][static]
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DI T ADBBIKRD 7 7 A Vb ERENE L
® src/jp/co/opto/opnsdk/Opn2002BluetoothService.java

2 5 X jp.co.opto.opnsdk.callback.Opn2002Callback< T >
jp.co.opto.opnsdk.callback.Opn2002Callback< T >|Z x4 B k& 7' Z 7
jprcozoptosopnsdk:callback:|BluetoothCallbacks String =

e e I o

Public AV v F

® boolean getlsError ()

® void execute (String str)

@ boolean canExecute (String str)

Protected XY v K

® void setIsError (boolean isError)

@ abstract T createParameter (String str)

® abstract void callbackExecute (T parameter)
® HashMap< String, String > getSettings (String str)
Protected ZE#

® boolean misError = false

B L
A=y T DFATEAT IR T A,
71k
| <T> ' callbackExecute® 3| ¥ D7
AUy F

abstract void jp.co.opto.opnsdk.callback.Opn2002Callback< T >.callbackExecute (T
parameter)[protected], [pure virtual]

a— RNy 7 EFETLET,
LIV T 5 2L ENE T,

boolean jp.co.opto.opnsdk.callback.Opn2002Callback< T >.canExecute (String str)

abstract T jp.co.opto.opnsdk.callback.Opn2002Callback< T >.createParameter (String
str)[protected], [pure virtual]

=Ry T HRTTHEEIEINDNRNT A=K L ET,
EAEIY T T RIS R ET,
51%%:

str  ZETH,
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R 1E:
KGR,

void jp.co.opto.opnsdk.callback.Opn2002Callback< T >.execute (String str)

boolean jp.co.opto.opnsdk.callback.Opn2002Callback< T >.getlsError ()
FEFBILBRDFERIZOWT, =T —RELETIE L E£7,
RV fE:
T 7 —Thidtrue, & 5 ThlFiviLfalse,
HashMap<String, String> jp.co.opto.opnsdk.callback.Opn2002Callback< T >.getSettings
(String str)[protected]
T ALy A= bEE SR ESL TS ZHashMap & L CHUS L £,
ZAE LT @ CF5A,  TKEY1=VAL1[CR]KEY2=VAL2[CR] * + * KEYn=VALn] ® X
S5/ LTND L X, ZN5HA[CRIE=THEI LT, HashMap4~7 V=2 & ApL L
EJSpS
71%:
str ZET 4 BEXTH) . |
R E:

U
ix fE o

void jp.co.opto.opnsdk.callback.Opn2002Callback< T >.setIlsError (boolean
isError)[protected]

FEFRMLBE ORI SN T, =7 —{RAEZ B L E T,
715k
isError =7 —Thiutrue, % 9 Trifhidfalse, |

P

boolean jp.co.opto.opnsdk.callback.Opn2002Callback< T >.mIsError = false[protected]

D7 TADHARIROTZ 7 ANDERSNE LTz
® src/jp/co/opto/opnsdk/callback/Opn2002Callback.java

2 5 R jp.co.opto.opnsdk.setting.PrefixSettings
Public AYwy F
PrefixSettings (byte[] settingData)

int[] getmUPCA ()
int[] getmUPCA_Addon ()

int[] getmUPCE ()

79



int[] getmUPCE_Addon ()

int[] getmEAN13 ()
int[] getmEAN13_Addon ()

int[] getmEANS ()

int[] getmEAN8_Addon ()
int[] getmCode39 ()

int[] getmTriOptic ()
int[] getmNW?7 ()

int[] getmD20f5 ()

int[] getml20f5 ()

int[] getmSCode ()

int[] getmMatrix20f5 ()
int[] getmCode93 ()

int[] getmCodel128 ()
int[] getmMSIPlessey ()
int[] getmlATA ()

int[] getmUKPlessey ()
int[] getmTelepen ()

int[] getmRSS ()

int[] getmPDF417 ()
int[] getmMicroPDF417 ()
int[] getmCodel1 ()

int[] getmCode30f5 ()
int[] getmEAN128 ()
int[] getintelligentMail ()

int[] getPostnet ()
int[] getJapanesePostal ()

int[] getCodablockF ()

int[] getDataMatrixECC200_ECC000_140 ()

int[] getAztecCode AztecRunes ()

int[] getChineseSensibleCode ()
int[] getQRcode MicroQR ()

int[] getMaxiCode ()

int[] getCompositeOnGS1Databar UPCEAN ()

int[] getmCommon ()
int[] getmAlICode ()

,.E-DI‘:

Be
VT 4w AT S

Zyu

WEXRT IV T A,

AVAMSIHORETRIIVA

jp.co.opto.opnsdk.setting.PrefixSettings.PrefixSettings (byte[] settingData)

aVANTTH,
5%k

| settingData RETFT—4 (EEEHOER)
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AYy KR

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmAllCode ()
EA—FDOT VT 4 v 7 AZPRHFLET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCodell ()
Code-1107'V 7 4 v 7 A& BfF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCodel128 ()
Code-12807' Y 7 4 v 7 Az HfG L £97,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode39 ()
Code39D 7"V 7 ¢ v 7 ZEHF L ET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode30f5 ()
Code3ofsO 7YV 7t v 7 A& G LET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode93 ()
Code-93D 7'V 7 4 v 7 A&BUF L £7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCommon ()
AEYT 4w 7 AERELET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmD20f5 ()
D2ofsO7' Y 7 4 v 7 A G L7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN128 ()
EAN-128007° ) 7 4 v 7 A lfF L £77,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN13 ()
EAN-130 7V 7 ¢ v 7 2% B&ELET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN13_Addon ()
EAN-137 AL D7V 7 ¢ w7 A% B L ET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEANS ()
EAN-8D 7Y 7 4 v 7 A& HAF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEANS8_Addon ()
EAN-87 KA DTV 7 4 v 7 AZBELET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmI20f5 ()
120507V 7 4 v 7 A= AF L ET,
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int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmIATA ()
IATADZ ) 7 4 v 7 A2 G L ET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmMatrix20f5 ()
Matrix20f50 7"V 7 4 v 7 A G L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmMicroPDF417 ()
MicroPDF417D 7Y 7 4w 7 A BAF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmMSIPlessey ()
MSI/PlesseyD 7'V 7 4 v 7 A% TG L E T,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmNW?7 ()
NWTDOTY) 7 ¢y 7 A s LET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmPDF417 ()
PDFALTD TV 7 4 v 7 A G L7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmRSS ()
MRSSDO 7'V 7 ¢ v 7 Az HfF L £7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmSCode ()
SCodeD 7'V 7 v 7 A% WG L ET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmTelepen ()
TelepenD 7'V 7 ¢ v 7 A &HEfF L E T,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmTriOptic ()
TriopticO 7'V 7 ¢ v 7 22 BfF L £ 7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUKPIlessey ()
UK/Plesseyd> ) 7 ¢ v 7 A& BfGF L E£7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCA ()
UPC-ADT U 7 4 v 7 ARG LET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCA_Addon ()
UPC-AT KA DTV 7 4 v 7 AZBHLET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCE ()
UPC-EDTY 7 4 v 7 AZHFLET,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCE_Addon ()
UPC-ET KA DTV 7 4 v 7 AZBELET,
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int [] jp.co.opto.opnsdk.setting.PrefixSettings.getintelligentMail ()
IntelligentMail > 7" U 7 ¢ v 7 A% BfG L £ 7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getPostnet ()
PostnetD 7' U 7 ¢ v 7 A& HUG L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getJapanesePostal ()
JapanesePostal D 7"V 7 ¢ v 7 A EAS L E T,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getCodablockF ()
CodablockF> 7'V 7 ¢ v 7 ZAZBifG L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getDataMatrixECC200_ECC000_140 ()
DataMatrix(ECC200, ECC000-140)D> 7Y 7 ¢ v 7 ZZ W5 L £79,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getAztecCode_AztecRunes ()
AztecCode/AztecRunesD 7'V 7 ¢ v 7 A& BfS L7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getChineseSensibleCode ()
ChineseSensibleCode®> 7'V 7 ¢ v 7 A& BfG L £ 7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getQRcode_MicroQR ()
QR/ MicroQRO 7"V 7 4 » 7 A% BF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getMaxiCode ()
MaxiCode> 7"V 7 4 v 7 A& Hif5 L £97,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getCompositeOnGS1Databar_ UPCEAN ()
Composite(on GS1Databar, UPC/EAN)D 7Y 7 ¢ v 7 A& WG L £7,

DI T ADBBIKRD 7 7 A Vb ERENE L
® src/jp/co/opto/opnsdk/setting/PrefixSettings.java

jp.co.opto.opnsdk.setting.enums.ReadableTime Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

® static ReadableTime searchByValue (int value)

Public Z#k

® Infinity =(0, "#ERR")
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_Osec =(-1, "0Fb")

_1sec =(50, "14")

_2sec =(100, "2/")
_3sec =(150, "35")
_4sec =(200, "45™)
_Bsec =(250, "55")
_6sec =(300, "654")
_7sec =(350, "75")
_8sec =(400, "8F™)
_9sec =(450, "9F™)

AR EA
ALY HEfH]

AUy F

static ReadableTime jp.co.opto.opnsdk.setting.enums.ReadableTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.ReadableTime.toString ()

E#

jp.co.opto.opnsdk.setting.enums.ReadableTime._0sec =(-1, "0f")
0fb

jp.co.opto.opnsdk.setting.enums.ReadableTime._1sec =(50, "1f")
1%

jp.co.opto.opnsdk.setting.enums.ReadableTime._2sec =(100, "2%#")
2%

jp.co.opto.opnsdk.setting.enums.ReadableTime._3sec =(150, "3%#")
3

jp.co.opto.opnsdk.setting.enums.ReadableTime._4sec =(200, "4%#")
4

jp.co.opto.opnsdk.setting.enums.ReadableTime. 5sec =(250, "5%#")
5%

jp.co.opto.opnsdk.setting.enums.ReadableTime._6sec =(300, "65")
6%
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jp.co.opto.opnsdk.setting.enums.ReadableTime._7sec =(350, "7#")
6%

jp.co.opto.opnsdk.setting.enums.ReadableTime._8sec =(400, "8f")
8%

jp.co.opto.opnsdk.setting.enums.ReadableTime._9sec =(450, "9%)")
ofp

jp.co.opto.opnsdk.setting.enums.ReadableTime.Infinity =(0, " £&FR")
HE[R

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/ReadableTime.java

jp.co.opto.opnsdk.setting.enums.ReadMode Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

® static ReadMode searchByValue (int value)

Public Z#k

® SingleRead =(1, "HiFE A"

® MultipleRead =(2, " ¥Hi ")

® ContinuousRead =(3, "#L#5 Ht ")

B2L
gAY E— R

AUy F

static ReadMode jp.co.opto.opnsdk.setting.enums.ReadMode.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.ReadMode.toString ()

E#

jp.co.opto.opnsdk.setting.enums.ReadMode.ContinuousRead =(3, "EfEHt4")

L FE A
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jp.co.opto.opnsdk.setting.enums.ReadMode.MultipleRead =(2, "B A")
BHGE

jp.co.opto.opnsdk.setting.enums.ReadMode.SingleRead =(1, " BEFFEA")
FJERT

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/ReadMode.java

jp.co.opto.opnsdk.setting.enums.RedundantReading Enum Reference

Public AV v F

@ String toString ()

Static Public *Y v F

@ static RedundantReading searchByValue (int value)

Public Z£#

NoRedundancy =(0, "1[alFi Bt 0= fEA")
2TimesRedundancy =(1, "2[mlF¢E 1[5 A
3TimesRedundancy =(2, "3[EFEH 2[EIHEA")
ATimesRedundancy =(3, "4EIFEH 3EIFRA")
5TimesRedundancy =(4, "5[EIFEH 4EIFRA")
6TimesRedundancy =(5, "6[alFift 5EIFRA")
7TimesRedundancy =(6, "7[ElFi Bt 6[EIFRA")
8TimesRedundancy =(7, "8[ElFi it 7[EIFRA")
9TimesRedundancy =(8, "9[ElFi it 8EIFRA")
10TimesRedundancy =(9, "10[aFHt 9[aIfFRA")
11TimesRedundancy =(10, "11[F]Z%H 10[EIfEA")
12TimesRedundancy =(11, "12[F]5%E 11[EIFEA")
13TimesRedundancy =(12, "13[F]Z Ht 12[EIEA")
14TimesRedundancy =(13, "14[F15% E 13[EIFRA")
15TimesRedundancy =(14, "15[F15H 14[RIFRA")
16TimesRedundancy =(15, "16[F15Ht 15[EIFEA")

,.E-DI‘:

a8
EESENEIE
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AYy KR

static RedundantReading
jp.co.opto.opnsdk.setting.enums.RedundantReading.searchByValue (int value)[static]

String jp.co.opto.opnsdk.setting.enums.RedundantReading.toString ()

'

jp.co.opto.opnsdk.setting.enums.RedundantReading._10TimesRedundancy =(9, " 10[EI§ZE 9
EIRRE)
10[=]FEH Ol &

jp.co.opto.opnsdk.setting.enums.RedundantReading._11TimesRedundancy =(10, "11[EIF&EX
10ERE™")

11[FFEE 10[E] RS

jp.co.opto.opnsdk.setting.enums.RedundantReading._12TimesRedundancy =(11, " 12[EIF&EX
11ERE")

12[FFEE 11[E RS

jp.co.opto.opnsdk.setting.enums.RedundantReading._13TimesRedundancy =(12, "13[E[3%
12EIRE")

13[E] 3 12[F] A

jp.co.opto.opnsdk.setting.enums.RedundantReading._14TimesRedundancy =(13, " 14[EIF&E
13ERE")

14[F]FEE 13[E RS

jp.co.opto.opnsdk.setting.enums.RedundantReading._15TimesRedundancy =(14, " 15[E[37#EX
14EIRE")

15[A] 3 14 A

jp.co.opto.opnsdk.setting.enums.RedundantReading._16TimesRedundancy =(15, " 16[a[37%
15EIFRE")

16[AlFE L 15[A] f A
jp.co.opto.opnsdk.setting.enums.RedundantReading. 2TimesRedundancy =(1, "2[EZE 1[5]
A"

2[ElFe e 1R
jp.co.opto.opnsdk.setting.enums.RedundantReading. 3TimesRedundancy =(2, "3[EIFE 2[E]
A"

ElFE 2[= A
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jp.co.opto.opnsdk.setting.enums.RedundantReading._4TimesRedundancy =(3, "4[EIFEX 38
A"

AlEIFHEE 3[EI A
jp.co.opto.opnsdk.setting.enums.RedundantReading. 5TimesRedundancy =(4, "5EIFEEX 48]
A"

SEIFEH 40 A
jp.co.opto.opnsdk.setting.enums.RedundantReading. 6TimesRedundancy =(5, "6[EIFEX 5a]
A"

6lal e SRS
jp.co.opto.opnsdk.setting.enums.RedundantReading. 7TimesRedundancy =(6, "7[EIFEX 68
A"

UEER EE =
jp.co.opto.opnsdk.setting.enums.RedundantReading. 8TimesRedundancy =(7, "8[EIFEX 78]
A"

8lrlFcHL 7InliRE
jp.co.opto.opnsdk.setting.enums.RedundantReading. 9TimesRedundancy =(8, "9EIFEX 8a]
A"

olElFEH 8=l A

jp.co.opto.opnsdk.setting.enums.RedundantReading.NoRedundancy =(0, "1[E[FEHE O[RIERA")
1[alFEE ORI &

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/RedundantReading.java

2 5 X jp.co.opto.opnsdk.callback.SetDateAndTimeCallback
jp.co.opto.opnsdk.callback.SetDateAndTimeCallback!(Zxf9~ 2 fk&k 7 7
jp:co:opto:opnsdk:callback:Opn2002Callback< Void =

T

| jp.co.opto.opnsdk.callback.VoidCallback

l

e oo opde il c ol erk Tl slas s T sl ol
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Public AYwy F
® boolean canExecute (String str)
Additional Inherited Members

,.E-ID“':

BA
HEfF « BREA OB BRI T D a— "y 7 OMR 7 7 A,

AYy R

boolean jp.co.opto.opnsdk.callback.SetDateAndTimeCallback.canExecute (String str)

D7 TADHAIROTZ 7 ANDDERSNE LTz
@ src/jp/co/opto/opnsdk/callback/SetDateAndTimeCallback.java

9 5 R jp.co.opto.opnsdk.setting.Settings
Public AYw F

Settings (byte[] settingData)

DecoderSettings getDecoderSettings ()
BluetoothSettings getBluetoothSettings ()
PrefixSettings getPrefixSettings ()
SuffixSettings getSuffixSettings ()

String toString ()

,.E-DI':

2 BA
F—H AL I X —DOREEEET I T A,
RET — XL TINERERE & T35 CRANRAL Y 97,
O WHE IR
234 NENLCTREILNATWET, ZOHMZT7 2y 2 (Block) &EFFATHET,
O#RENRF
A3 FERTREIGMTWEY, F—F 3Ly Z—d, BRI, NERE 0T — & %2
INA NI BANA NMTEH L TWET,
OZHf
NI ERAFEE - 0x07 Ox4A
—  F0 LFT T4 UTFA
— ASCIlz=— K48 ASCll=— K55 ASCll==— K52 ASCIllI==— K65
HRUEHF 0x30 0x37 0x34 0x41
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AVRAMSOBETRARSVA

jp.co.opto.opnsdk.setting.Settings.Settings (byte[] settingData)
QAT T A,
settingData?® JE U2 ST, Settings® it ZZ M L T 72 &,
515k
' settingData

BETF— 2 (BEEOFR) .

AYy R

BluetoothSettings jp.co.opto.opnsdk.setting.Settings.getBluetoothSettings ()
Bluetoothi®(E (BT 2 E A HUfF L £ 77,

DecoderSettings jp.co.opto.opnsdk.setting.Settings.getDecoderSettings ()
Ta—ZIIETOIRELTIGFLET,

PrefixSettings jp.co.opto.opnsdk.setting.Settings.getPrefixSettings ()
TV T 47 AT HRECIGLET,

SuffixSettings jp.co.opto.opnsdk.setting.Settings.getSuffixSettings ()
P74y 7 AT OREL TS L ET,

String jp.co.opto.opnsdk.setting.Settings.toString ()
R ENE Z 16RO E L THRSFLET,
RENEIT, WEREROFEA TR SN ET, FHMICOWTIL, Settings Dt 4 2
LTLIEENY,

B
java.lang.Object::toString()

D7 TADHAIROTZ 7 ANDDERSNE LTz
@ src/jp/co/opto/opnsdk/setting/Settings.java

jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime Enum Reference
Public X Vv F

® String toString ()

Static Public * Vv K

@ static SlaveConnectionWaitTime searchByValue (int value)

Public &E#

® 30sec =(1500, "30%5")

® _1min =(3000, "143")
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® 2min =(6000, "245")
® _3min =(9000, "3/
® 4min =(12000, "4%5")

,.E-ID“':

BH
A b — 7 {5 H I ]

AUy F

static SlaveConnectionWaitTime
jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime.toString ()

£

jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime._1min =(3000, "143")
173

jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime._2min =(6000, "243")
243

jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime._30sec =(1500, "30%")
307

jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime._3min =(9000, "343")
357

jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime._4min =(12000, "44%3")

453

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/SlaveConnectionWaitTime.java

2 5 R jp.co.opto.opnsdk.setting.SuffixSettings
Public AYwy F
® SuffixSettings (byte[] settingData)

® int[] getmUPCA ()
® int[] getmUPCA_Addon ()
°

int[] getmUPCE ()
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int[] getmUPCE_Addon ()

int[] getmEAN13 ()
int[] getmEAN13_Addon ()

int[] getmEANS ()

int[] getmEAN8_Addon ()
int[] getmCode39 ()

int[] getmTriOptic ()
int[] getmNW?7 ()

int[] getmD20f5 ()

int[] getml20f5 ()

int[] getmSCode ()

int[] getmMatrix20f5 ()
int[] getmCode93 ()

int[] getmCodel128 ()
int[] getmMSIPlessey ()
int[] getmlATA ()

int[] getmUKPlessey ()
int[] getmTelepen ()

int[] getmRSS ()

int[] getmPDF417 ()
int[] getmMicroPDF417 ()
int[] getmCodel1 ()

int[] getmCode30f5 ()
int[] getmEAN128 ()
int[] getintelligentMail ()

int[] getPostnet ()
int[] getJapanesePostal ()

int[] getCodablockF ()

int[] getDataMatrixECC200_ECC000_140 ()

int[] getAztecCode AztecRunes ()

int[] getChineseSensibleCode ()

int[] getQRcode MicroQR ()

int[] getMaxiCode ()

int[] getCompositeOnGS1Databar UPCEAN ()

int[] getmCommon ()
int[] getmAlICode ()

,.E-DI‘:

Be
Y74 w7 AT B

EA=—y

WEXRT IV T A,

AVAMSIHORETRIIVA

jp.co.opto.opnsdk.setting.SuffixSettings.SuffixSettings (byte[] settingData)

aVANTTH,
5%k

| settingData RETFT—4 (EEEHOER)
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int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmAllCode ()
BEA—FOYT 4 v 7 AEREFLET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmCodell ()
Code-11DH 7 4 v 7 A& BifF L £

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmCodel128 ()
Code-128DY 7 o v 7 Az HifGF L £7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmCode39 ()
Code39DH 7 ¢ v 7 A&HAF L 7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmCode30f5 ()
Code3ofSDH 7 4 v 7 A&HFE L £7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmCode93 ()
Code-93DH 7 4 v 7 AZEF L ET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmCommon ()
AEYT 4w 7 AERELET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmD20f5 ()
D2ofsDY 7 ot v 7 AZBF L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmEAN128 ()
EAN-128D% 7 v 7 A& BAF L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmEAN13 ()
EAN-13D% 7 ¢t v 7 A BifF L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmEAN13_Addon ()
EAN-137 RA L D% 7 4 v 7 R L E7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmEANS ()
EAN-8DH 7 ¢ v 7 ZZHUG L £77,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmEANS8_Addon ()
EAN-87 RA L DYV 7 4 v 7 ZZ2 TG L ET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmI20f5 ()
120507 4 v 7 A= BAFLET,
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int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmIATA ()
IATADY 7 ¢ v 7 A& BF L ET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmMatrix20f5 ()
Matrix20fs> %7 v 7 ZAZBifG L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmMicroPDF417 ()
MicroPDF417 D7 ¢ » 7 A% G L £7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmMSIPlessey ()
MSI/Plessey D% 7 4 > 7 22 HifF L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmNW?7 ()
NWTDH T 4 7 22 B L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmPDF417 ()
POF417TOY 7 4 v 7 A& TG L ET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmRSS ()
MRSSOY 7 4 v 7 A% BEHL 7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmSCode ()
SCodeDH 7 4 v 7 ZZHIF L £ 7,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmTelepen ()
TelepenD %7 ¢ > 7 ZZHHF L £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmTriOptic ()
TriopticOY 7 1 v 7 AZESG L ET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmUKPIlessey ()
UK/PlesseyD ¥ 7 ¢ v 7 2 Bif5 L £7

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmUPCA ()
UPC-ADH 7 4 v 7 2B LET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmUPCA_Addon ()
UPC-AT RA DY 7 4 v 7 ZAZBEFLET,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmUPCE ()
UPC-EDY 7 4 v 7 AZEHL £,

int [] jp.co.opto.opnsdk.setting.SuffixSettings.getmUPCE_Addon ()
UPC-ET RA DYV 7 4 v 7 ZAZTEFLET,
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int [] jp.co.opto.opnsdk.setting.PrefixSettings.getintelligentMail ()
IntelligentMail >V~ ¢ v 7 A& E5G L £7,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getPostnet ()
Postnet D%~ 1 v 7 A& G L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getJapanesePostal ()
JapanesePostal D7 ¢ v 7 A &EFUS L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getCodablockF ()
CodablockFD %7 1 v 7 2 BfF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getDataMatrixECC200_ECC000_140 ()
DataMatrix(ECC200, ECC000-140)D 7 4~ 7 A& HUiG L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getAztecCode_AztecRunes ()
AztecCode/AztecRunesD Y%7 ¢ v 7 A ZEfGF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getChineseSensibleCode ()
ChineseSensibleCode D% 7 ¢ v 7 A& HS L £7°,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getQRcode_MicroQR ()
QR/ MicroQRDOH 7 ¢ v 7 A& HfG L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getMaxiCode ()
MaxiCodeD ¥~ 1 v 7 A ZEifF L £,

int [] jp.co.opto.opnsdk.setting.PrefixSettings.getCompositeOnGS1Databar_ UPCEAN ()
Composite(on GS1Databar, UPC/EAN)DH 7 ¢ v 7 Z# B L 7,

D7 T ADBBIKRDTZ 7 A VIO ERSHE LT
® src/jp/co/opto/opnsdk/setting/SuffixSettings.java

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection Enum
Reference

Public AV v F

@ String toString ()

Static Public *Y v F

@ static

® TriggerButtonPushTimeForConnection searchByValue (int value)
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Public Z#

Disable =(0, " & U 4 H&#5¢ #750™)
_1sec =(50, "155")
_2sec =(100, "2F5™)
_3sec =(150, "3F5")
_4sec =(200, "4F5")
_5sec =(250, "5F5")
_6sec =(300, "6F5")
_7sec =(350, "TFS")
_8sec =(400, "8F)")
_9sec =(450, "9FS")

,.E-DI':

2t BA
~ U TR LR

AUy F

static TriggerButtonPushTimeForConnection
jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection.searchByValue (int
value)[static]

String jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection.toString ()

P

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._1sec =(50, "1")
18

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._2sec =(100, "2f")
2F

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._3sec =(150, "3f")
3t

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._4sec =(200, "4%")
4t

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._5sec =(250, "5#")
51

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._6sec =(300, "6f")
61
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jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._7sec =(350, "7#")
I

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._8sec =(400, "8#")
8t

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection._9sec =(450, "9%)")
o

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForConnection.Disable =(0," F U &

~ U i B

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/TriggerButtonPushTimeForConnection.java

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection Enum
Reference

Public X Vv F

® String toString ()

Static Public * Vv F

® static

® TriggerButtonPushTimeForDisconnection searchByValue (int value)
Public ZE#

Disable =(0, " U 7 QW7 fE2h™)

_1sec =(50, "1#")

_2sec =(100, "2Fb™)

_3sec =(150, "3f")

_4sec =(200, "4F5")

_bsec =(250, "5%")

_6sec =(300, "6F5")

_7sec =(350, "7F")

_8sec =(400, "8%)")

_9sec =(450, "9Fb")

,.E-DI‘:

2 BA
N U TG R LR
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static TriggerButtonPushTimeForDisconnection
jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection.searchByValue
(int value)[static]

String jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection.toString ()

%

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection._1sec =(50, "1#
Il)
1%

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection._2sec =(100, "2

")
2%

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection._3sec =(150, "3

")
3R

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection._4sec =(200, "4

@n)

4%y
jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection. 5sec =(250, "5
")

5%
jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection. _6sec =(300, "6
")

6%
jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection._7sec =(350, "7
")

£

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection._8sec =(400, "8

")
8t

jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection. 9sec =(450, "9

»")
b
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jp.co.opto.opnsdk.setting.enums.TriggerButtonPushTimeForDisconnection.Disable =(0, "
Y AT G )
~ U T HE %)

The documentation for this enum was generated from the following file:
@ src/jp/co/opto/opnsdk/setting/enums/TriggerButtonPushTimeForDisconnection.java

jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD Enum Reference
Public AV v F

@ String toString ()

Static Public *Y v F

® static UPCA TransmitCD searchByValue (int b2, int b4)

Public Z#k

® Digit13 Reading0_TransmitCD =(1, 1, "13#7 (4£EHO L CDfF&) )

® Digit12 NotReading0 TransmitCD =(1, 0, "1247 (JGEHOZ2 L) ™)

® Digit12 Reading0_NotTransmitCD =(0, 1, "1247 (CD72L) ")

® Digitll NotReadingd NotTransmitCD =(0, 0, "11#7 (J£HEOLCD7Z2 L) ")

Bl
UPC-A7 #+—~ v b (C/DEE%)

AUy F

static UPCA TransmitCD
jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD.searchByValue (int b2, int b4)[static]

String jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD.toString ()

¥
jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD.Digitl1l NotReadingO0_NotTransmitCD
=(0, 0, "11#7 (JcEEOELCDZ2L) ")

1147 (4EBH0&CD7e L)

jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD.Digit12_NotReading0_TransmitCD =(1,
0, "12#1 (SEEHOZR L) ")

1247 (JEEA072 L)

jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD.Digit12_Reading0_NotTransmitCD =(0,
1,"12#fr (CD7L) ")

124 (CD72 L)
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jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD.Digit13 Reading0_TransmitCD =(1, 1,
1347 (JEEHO L CDAFE) ™)

1347 (4EHHO & CDfF &)

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/UPCA_TransmitCD.java

jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD Enum Reference
Public *Yw F

@ String toString ()

Static Public A Yy F

® static UPCE_TransmitCD searchByValue (int b2, int b4)

Public Z#k

® Digit8_Readingd_TransmitCD =(1, 1, "8#7 (£HHO & CDfF&) ™)
Digit7_NotReading0_TransmitCD =(1, 0, "747 (JzHEOZ2 L) ™)
Digit7_Readingd_NotTransmitCD =(0, 1, "7#1 (CD72L) ")
Digit6_NotReadingd_NotTransmitCD =(0, 0, "6#7 (4cHH0&CD72 L) ")

..E-Iull':

BA
UPC-E7 #—~ v k (C/D#z%)

AUy F

static UPCE TransmitCD
jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD.searchByValue (int b2, int b4)[static]

String jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD.toString ()

E#

jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD.Digit6_NotReading0_NotTransmitCD
=(0, 0, "6#1 (SEEHOLCD7ZRL) ")

641 (JcHEOE CD72 L)

jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD.Digit7_NotReading0_TransmitCD =(1, O,
"THT (SEEROZRL) )

THr (JcEHO7Ze L)

jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD.Digit7_Reading0_NotTransmitCD =(0, 1,
"7H7 (CD72L) ")

7#Hr (CD72 L)
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jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD.Digit8 Reading0_TransmitCD =(1, 1, "8
Hr (JeSHO L CDfFE) ")

8#7 (J:HEO & CDfF %)

The documentation for this enum was generated from the following file:
® src/jp/co/opto/opnsdk/setting/enums/UPCE_TransmitCD.java

2 5 X jp.co.opto.opnsdk.callback.VoidCallback
jp.co.opto.opnsdk.callback.VoidCallback(Z x4 2 fik& 7= =7
| i::co::0pto:.opnsdk:caliback:Opnz002Callbacks Void >|

| R 50 e ek ok |
I
| I
jp.co.opto.opnsdk.callback. EnableAckMakCallback jp.co.opto.opnsdk.callback.SetDateandTimeCallback

Public AV v F
@ boolean canExecute (String str)
Protected AV v K
® \oid createParameter (String str)

5BA
FERZIRE 720y (ACKINAKIZZIET) o~y RICdTb5a—u "y 7 OM%E s 7 A,

AV K
boolean jp.co.opto.opnsdk.callback.VoidCallback.canExecute (String str)

Void jp.co.opto.opnsdk.callback.VoidCallback.createParameter (String str)[protected]

DI 7 ADHAIKRD T 7 A VipbERIHE LTz
@ src/jp/co/opto/opnsdk/callback/VoidCallback.java
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2741
src/jp/co/opto/opnsdk/BluetoothService.java

® class jp.co.opto.opnsdk.BluetoothService
nNylr—o
® package jp.co.opto.opnsdk

src/jp/co/opto/opnsdk/BluetoothServiceState.java

(151

® enum jp.co.opto.opnsdk.BluetoothServiceState
Rolr—o
® package jp.co.opto.opnsdk

src/jp/co/opto/opnsdk/callback/DoDiscoveryCallback.java

® class jp.co.opto.opnsdk.callback.DoDiscoveryCallback
Rolr—o
@ package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/EnableAckNakCallback.java
151

® class jp.co.opto.opnsdk.callback.EnableAckNakCallback
Rolr—o

@ package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/GetBatteryLevelCallback.java
153

® class jp.co.opto.opnsdk.callback.GetBatteryL evelCallback
Rolr—o

® package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/GetDateAndTimeCallback.java
453

® class jp.co.opto.opnsdk.callback.GetDateAndTimeCallback
Rolr—o

® package jp.co.opto.opnsdk.callback
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src/jp/co/opto/opnsdk/callback/GetFirmwareVersionCallback.java
AL

® class jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback
Rolr—o

@ package jp.co.opto.opnsdk.callback

srcl/jp/co/opto/opnsdk/callback/GetSettingCallback.java

® class jp.co.opto.opnsdk.callback.GetSettingCallback
Rolr—o
@ package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/IBluetoothCallback.java
153

® interface jp.co.opto.opnsdk.callback.IBluetoothCallback< T >
Rolr—o
@ package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/Opn2002Callback.java
153

® class jp.co.opto.opnsdk.callback.Opn2002Callback< T >
Rolr—o

® package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/SetDateAndTimeCallback.java
453

® class jp.co.opto.opnsdk.callback.SetDateAndTimeCallback
Rolr—o

® package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/callback/VoidCallback.java
R

® class jp.co.opto.opnsdk.callback.VoidCallback
nNylr—o

® package jp.co.opto.opnsdk.callback

src/jp/co/opto/opnsdk/Command.java

@ class jp.co.opto.opnsdk.Command
® enum jp.co.opto.opnsdk.Command.SettingChar
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Rolr—o
® package jp.co.opto.opnsdk

src/jp/co/opto/opnsdk/observer/IBluetoothObserver.java
151

® interface jp.co.opto.opnsdk.observer.1BluetoothObserver
Rolr—o

@ package jp.co.opto.opnsdk.observer

src/jp/co/opto/opnsdk/Opn2002BluetoothService.java
153

® class jp.co.opto.opnsdk.Opn2002BluetoothService
Rolr—o
@ package jp.co.opto.opnsdk

srcl/jp/co/opto/opnsdk/setting/BluetoothSettings.java

® class jp.co.opto.opnsdk.setting.BluetoothSettings
nNor—9o
® package jp.co.opto.opnsdk.setting

src/jp/co/opto/opnsdk/setting/DecoderSettings.java
R

® class jp.co.opto.opnsdk.setting.DecoderSettings
Rolr—o

® package jp.co.opto.opnsdk.setting

src/jp/co/opto/opnsdk/setting/enums/AckNakControl.java

(151

® enum jp.co.opto.opnsdk.setting.enums.AckNakControl
nNylr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/AckNakWaitTime.java

® enum jp.co.opto.opnsdk.setting.enums.AckNakWaitTime
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums
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src/jp/co/opto/opnsdk/setting/enums/AddonWaitTime.java

15

® enum jp.co.opto.opnsdk.setting.enums.AddonWaitTime
Rolr—o
® package jp.co.opto.opnsdk.setting.enums

srcl/jp/co/opto/opnsdk/setting/enums/Authentication.java

(15

® enum jp.co.opto.opnsdk.setting.enums.Authentication
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/AutoDisconnectionTime.java

® enum jp.co.opto.opnsdk.setting.enums.AutoDisconnectionTime
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/AutoReconnectionTime.java
153

® enum jp.co.opto.opnsdk.setting.enums.AutoReconnectionTime
Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/BuzzerMode.java

(151

® enum jp.co.opto.opnsdk.setting.enums.BuzzerMode
Rolr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/BuzzerPeriod.java

(151

® enum jp.co.opto.opnsdk.setting.enums.BuzzerPeriod
nNylr—o
® package jp.co.opto.opnsdk.setting.enums
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src/jp/co/opto/opnsdk/setting/enums/BuzzerTone.java

(151

® enum jp.co.opto.opnsdk.setting.enums.BuzzerTone
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/BuzzerVolume.java

® enum jp.co.opto.opnsdk.setting.enums.BuzzerVolume
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/CapsLockMode.java
451

® enum jp.co.opto.opnsdk.setting.enums.Capsl ockMode
Rolr—o

@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/CommandResponse.java
153

® enum jp.co.opto.opnsdk.setting.enums.CommandResponse
Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/ConnectionMode.java
453

® enum jp.co.opto.opnsdk.setting.enums.ConnectionMode
Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/EAN128 Mode.java
R

® enum jp.co.opto.opnsdk.setting.enums.EAN128 Mode
nNylr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/ErrorMessageMode.java

® enum jp.co.opto.opnsdk.setting.enums.ErrorMessageMode

106



Rolr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/FunctionButtoninput.java
151

® enum jp.co.opto.opnsdk.setting.enums.FunctionButtonlnput
Rolr—o

@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/GoodReadLED_ONTime.java
1513

® enum jp.co.opto.opnsdk.setting.enums.GoodReadLED _ONTime
Rolr—o

@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/IATA_CalculateCD.java

® enum jp.co.opto.opnsdk.setting.enums.lATA_CalculateCD
Rolr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/InterCharacterDelay.java

(151

® enum jp.co.opto.opnsdk.setting.enums.InterCharacterDelay
Rolr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/KeyboardLanguage.java
R

® enum jp.co.opto.opnsdk.setting.enums.KeyboardlL anguage
nNylr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/MemoryOutputMethod.java

® enum jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums
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src/jp/co/opto/opnsdk/setting/enums/MSIPlessey_CalculateCD.java

15

® enum jp.co.opto.opnsdk.setting.enums.MSIPlessey CalculateCD
Rolr—o
® package jp.co.opto.opnsdk.setting.enums

srcl/jp/co/opto/opnsdk/setting/enums/MSIPlessey_TransmitCD.java

(15

® enum jp.co.opto.opnsdk.setting.enums.MSIPlessey TransmitCD
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

srcl/jp/co/opto/opnsdk/setting/enums/MultipleReadResetTime.java

® enum jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/NumPadMode.java
153

® enum jp.co.opto.opnsdk.setting.enums.NumPadMode
Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/NW7_CalculateCD.java
R

® enum jp.co.opto.opnsdk.setting.enums.NW?7_CalculateCD
Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/NW7_TransmitSTSP.java
R

® enum jp.co.opto.opnsdk.setting.enums.NW7_ TransmitSTSP
nNylr—o
® package jp.co.opto.opnsdk.setting.enums

108



src/jp/co/opto/opnsdk/setting/enums/ReadableTime.java

(151

® enum jp.co.opto.opnsdk.setting.enums.ReadableTime
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/ReadMode.java

® enum jp.co.opto.opnsdk.setting.enums.ReadMode
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/RedundantReading.java
451

® enum jp.co.opto.opnsdk.setting.enums.RedundantReading
Rolr—o

@ package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/SlaveConnectionWaitTime.java
153

® enum jp.co.opto.opnsdk.setting.enums.SlaveConnectionWaitTime
Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/TriggerButtonPushTimeForConnection.java
453

® enum jp.co.opto.opnsdk.setting.enums. TriggerButtonPushTimeForConnection

Rolr—o

® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/TriggerButtonPushTimeForDisconnection.java

(151

® enum jp.co.opto.opnsdk.setting.enums. TriggerButtonPushTimeForDisconnection
nNylr—o
® package jp.co.opto.opnsdk.setting.enums

srcl/jp/co/opto/opnsdk/setting/enums/UPCA_TransmitCD.java

® enum jp.co.opto.opnsdk.setting.enums.UPCA_TransmitCD
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Rolr—o
® package jp.co.opto.opnsdk.setting.enums

src/jp/co/opto/opnsdk/setting/enums/UPCE_TransmitCD.java
53

® enum jp.co.opto.opnsdk.setting.enums.UPCE_TransmitCD
Rolr—o
@ package jp.co.opto.opnsdk.setting.enums

srcl/jp/co/opto/opnsdk/setting/PrefixSettings.java
1513

® class jp.co.opto.opnsdk.setting.PrefixSettings
Rolr—o

@ package jp.co.opto.opnsdk.setting

src/jp/co/opto/opnsdk/setting/SettingArea.java

® class jp.co.opto.opnsdk.setting.SettingArea
Rolr—o
® package jp.co.opto.opnsdk.setting

src/jp/co/opto/opnsdk/setting/Settings.java
R

® class jp.co.opto.opnsdk.setting.Settings
Rolr—o

® package jp.co.opto.opnsdk.setting

src/jp/co/opto/opnsdk/setting/SuffixSettings.java
R

® class jp.co.opto.opnsdk.setting.SuffixSettings
nNylr—o

® package jp.co.opto.opnsdk.setting
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	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isEncryptionEnable ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isOutOfRangeMemoryEnable ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isTriggerConnectionEnable ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isTriggerModeEnable ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isTriggerRepeatEnable ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isUSBConnection ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isUseNumPad ()
	boolean jp.co.opto.opnsdk.setting.BluetoothSettings.isGoodReadVibratorEnable ()
	このクラスの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.BuzzerMode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static BuzzerMode jp.co.opto.opnsdk.setting.enums.BuzzerMode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.BuzzerMode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.BuzzerMode.AfterTransmission =(1, "転送後ブザー")
	jp.co.opto.opnsdk.setting.enums.BuzzerMode.BeforeTrasmission =(0, "転送前ブザー")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.BuzzerPeriod Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static BuzzerPeriod jp.co.opto.opnsdk.setting.enums.BuzzerPeriod.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.BuzzerPeriod.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.BuzzerPeriod._100msec =(5, "100ms")
	jp.co.opto.opnsdk.setting.enums.BuzzerPeriod._200msec =(10, "200ms")
	jp.co.opto.opnsdk.setting.enums.BuzzerPeriod._400msec =(20, "400ms")
	jp.co.opto.opnsdk.setting.enums.BuzzerPeriod._50msec =(2, "50ms")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.BuzzerTone Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static BuzzerTone jp.co.opto.opnsdk.setting.enums.BuzzerTone.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.BuzzerTone.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.BuzzerTone._2200Hz_2000Hz =(4, "2.2KHz-2KHz")
	jp.co.opto.opnsdk.setting.enums.BuzzerTone._4500Hz =(3, "4.5KHz")
	jp.co.opto.opnsdk.setting.enums.BuzzerTone.HighLow =(1, "高低")
	jp.co.opto.opnsdk.setting.enums.BuzzerTone.LowHigh =(2, "低高")
	jp.co.opto.opnsdk.setting.enums.BuzzerTone.SingleTone =(0, "単音")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.BuzzerVolume Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static BuzzerVolume jp.co.opto.opnsdk.setting.enums.BuzzerVolume.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.BuzzerVolume.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.BuzzerVolume.Large =(32, "大")
	jp.co.opto.opnsdk.setting.enums.BuzzerVolume.MAX =(127, "最大")
	jp.co.opto.opnsdk.setting.enums.BuzzerVolume.Medium =(8, "中")
	jp.co.opto.opnsdk.setting.enums.BuzzerVolume.Small =(1, "小")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.CapsLockMode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static CapsLockMode jp.co.opto.opnsdk.setting.enums.CapsLockMode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.CapsLockMode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.CapsLockMode.Auto =(0, "自動CapsLockモード")
	jp.co.opto.opnsdk.setting.enums.CapsLockMode.OFF =(1, "CapsLockモード無し")
	jp.co.opto.opnsdk.setting.enums.CapsLockMode.ON =(2, "CapsLockモード有り")
	The documentation for this enum was generated from the following file:


	クラス jp.co.opto.opnsdk.Command
	構成
	Static Public 変数
	説明
	変数
	final String jp.co.opto.opnsdk.Command.DISABLE_TRIGGER = "S7"[static]
	final String jp.co.opto.opnsdk.Command.ENABEL_TRIGGER = "S８"[static]
	final String jp.co.opto.opnsdk.Command.ENABLE_ACKNAK_CONTROL = "P3"[static]
	final String jp.co.opto.opnsdk.Command.ERASE_STORED_BARCODE_ALL = "+-MCLR-+"[static]
	final String jp.co.opto.opnsdk.Command.GET_BATTERY_LEVEL = "[BAL"[static]
	final String jp.co.opto.opnsdk.Command.GET_DATE_AND_TIME = "[EBG"[static]
	final String jp.co.opto.opnsdk.Command.GET_FIRMWARE_VERSION = "Z1"[static]
	final String jp.co.opto.opnsdk.Command.GET_SETTING = "[XZ5"[static]
	final String jp.co.opto.opnsdk.Command.GET_STORED_BARCODE_ALL = "[EBD"[static]
	final String jp.co.opto.opnsdk.Command.INITIALIZE_SETTING_ALL = "U1"[static]
	final String jp.co.opto.opnsdk.Command.INITIALIZE_SETTING_BLUETOOTH = "]INIT"[static]
	final String jp.co.opto.opnsdk.Command.READ_BARCODE = "Z"[static]
	final String jp.co.opto.opnsdk.Command.RESPONSE_COMMAND = "WC"[static]
	final String jp.co.opto.opnsdk.Command.SAVE_SETTING = "Z2"[static]
	final String jp.co.opto.opnsdk.Command.SET_DATE_AND_TIME_END = "[EBF"[static]
	final String jp.co.opto.opnsdk.Command.SET_DATE_AND_TIME_START = "[EBE"[static]
	final String jp.co.opto.opnsdk.Command.SET_DEVICE_NAME_END = "[E66"[static]
	final String jp.co.opto.opnsdk.Command.SET_DEVICE_NAME_START = "[E65"[static]
	final String jp.co.opto.opnsdk.Command.SET_PIN_END = "]PINE"[static]
	final String jp.co.opto.opnsdk.Command.SET_PIN_START = "]PINS"[static]
	final String jp.co.opto.opnsdk.Command.SET_REMOTE_DEVICE_ADDRESS_END = "]BDAE"[static]
	final String jp.co.opto.opnsdk.Command.SET_REMOTE_DEVICE_ADDRESS_START = "]BDAS"[static]
	final String jp.co.opto.opnsdk.Command.SETTING_PERMISSION = "Z7"[static]
	final String jp.co.opto.opnsdk.Command.SETTING_SIGNAL = "ZZ"[static]
	final String jp.co.opto.opnsdk.Command.VIBRATOR_ON = "V"[static]
	final String jp.co.opto.opnsdk.Command.BEEP_BUZZER = "B"[static]
	このクラスの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.CommandResponse Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static CommandResponse jp.co.opto.opnsdk.setting.enums.CommandResponse.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.CommandResponse.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.CommandResponse.AckNak =(1, "有り（ACK/NAK）")
	jp.co.opto.opnsdk.setting.enums.CommandResponse.UseProperty_AckNakControl =(0, "AckNakControlプロパティの設定に従う")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.ConnectionMode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static ConnectionMode jp.co.opto.opnsdk.setting.enums.ConnectionMode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.ConnectionMode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.ConnectionMode.HID =(2, "HID")
	jp.co.opto.opnsdk.setting.enums.ConnectionMode.SPP_Master =(0, "SPPマスター")
	jp.co.opto.opnsdk.setting.enums.ConnectionMode.SPP_Slave =(1, "SPPスレーブ")
	The documentation for this enum was generated from the following file:


	クラス jp.co.opto.opnsdk.setting.DecoderSettings
	Public メソッド
	説明
	コンストラクタとデストラクタ
	jp.co.opto.opnsdk.setting.DecoderSettings.DecoderSettings (byte[] settingData)
	引数:


	メソッド
	EAN128_Mode jp.co.opto.opnsdk.setting.DecoderSettings.getEAN128_Mode ()
	byte [] jp.co.opto.opnsdk.setting.DecoderSettings.getErrorMessageDecodeFailed ()
	ErrorMessageMode jp.co.opto.opnsdk.setting.DecoderSettings.getErrorMessageMode ()
	byte [] jp.co.opto.opnsdk.setting.DecoderSettings.getErrorMessageNoLabel ()
	IATA_CalculateCD jp.co.opto.opnsdk.setting.DecoderSettings.getIATA_CalculateCD ()
	MSIPlessey_CalculateCD jp.co.opto.opnsdk.setting.DecoderSettings.getMSIPlessey_CalculateCD ()
	MSIPlessey_TransmitCD jp.co.opto.opnsdk.setting.DecoderSettings.getMSIPlessey_TransmitCD ()
	NW7_CalculateCD jp.co.opto.opnsdk.setting.DecoderSettings.getNW7_CalculateCD ()
	NW7_TransmitSTSP jp.co.opto.opnsdk.setting.DecoderSettings.getNW7_TransmitSTSP ()
	UPCA_TransmitCD jp.co.opto.opnsdk.setting.DecoderSettings.getUPCA_TransmitCD ()
	UPCE_TransmitCD jp.co.opto.opnsdk.setting.DecoderSettings.getUPCE_TransmitCD ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode11_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode128_CalculateCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode128_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39_CalculateCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode39_TransmitSTSPEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode3of5_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode93_CalculateCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCode93_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_Addon2ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_Addon5ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN13_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isEAN8_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1DataBar_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1DataBar_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1DataBarLimited_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isGS1Expanded_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIATA_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIATA_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIndustrial2of5_CalculateCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIndustrial2of5_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIndustrial2of5_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isInterleaved2of5_CalculateCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isInterleaved2of5_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isInterleaved2of5_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMatrix2of5_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMicroPDF417_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMSIPlessey_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isNW7_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isNW7_TransmitCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isPDF417_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isSCode_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isTelepen_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isTriOptic_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUKPlessey_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUPCAE_Addon2ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUPCAE_Addon5ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isUPCAE_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isWPC_CaculateCDEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isIntelligentMail_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isPostnet_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isJapanesePostal_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCodablockF_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isDataMatrixECC200_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isDataMatrixECC000_140_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isAztecCode_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isAztecRunes_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isChineseSensibleCode_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isQRcode_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMicroQRcode_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isMaxiCode_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCompositeOnGS1Databar_ReadEnable ()
	boolean jp.co.opto.opnsdk.setting.DecoderSettings.isCompositeOnUPCEAN_ReadEnable ()
	このクラスの説明は次のファイルから生成されました:


	クラス jp.co.opto.opnsdk.callback.DoDiscoveryCallback
	Public メソッド
	Protected メソッド
	説明
	メソッド
	abstract void jp.co.opto.opnsdk.callback.DoDiscoveryCallback.callbackExecute (Set< BluetoothDevice > devices)[protected], [pure virtual]
	引数:

	boolean jp.co.opto.opnsdk.callback.DoDiscoveryCallback.canExecute (Set< BluetoothDevice > devices)
	void jp.co.opto.opnsdk.callback.DoDiscoveryCallback.execute (Set< BluetoothDevice > devices)
	このクラスの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.EAN128_Mode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static EAN128_Mode jp.co.opto.opnsdk.setting.enums.EAN128_Mode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.EAN128_Mode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.EAN128_Mode.NotRead =(0, "読み取り禁止 Code128として出力")
	jp.co.opto.opnsdk.setting.enums.EAN128_Mode.Read_IfPossible =(2, "読み取り許可 if Possible")
	jp.co.opto.opnsdk.setting.enums.EAN128_Mode.Read_Only =(1, "読み取り許可 EAN-128 Only")
	The documentation for this enum was generated from the following file:


	クラス jp.co.opto.opnsdk.callback.EnableAckNakCallback
	Public メソッド
	Additional Inherited Members
	説明
	コンストラクタとデストラクタ
	jp.co.opto.opnsdk.callback.EnableAckNakCallback.EnableAckNakCallback ()

	メソッド
	boolean jp.co.opto.opnsdk.callback.EnableAckNakCallback.canExecute (String str)
	このクラスの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.ErrorMessageMode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static ErrorMessageMode jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.Disable =(0, "送信しない")
	jp.co.opto.opnsdk.setting.enums.ErrorMessageMode.Enable_ReferSeparately =(9, "送信する")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.FunctionButtonInput Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static FunctionButtonInput jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.CAN =(0x18, "CAN")
	jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.CR =(0x0D, "CR")
	jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.ESC =(0x1B, "ESC")
	jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.HT =(0x09, "HT")
	jp.co.opto.opnsdk.setting.enums.FunctionButtonInput.LF =(0x0A, "LF")
	The documentation for this enum was generated from the following file:


	クラス jp.co.opto.opnsdk.callback.GetBatteryLevelCallback
	Public メソッド
	Protected メソッド
	説明
	メソッド
	boolean jp.co.opto.opnsdk.callback.GetBatteryLevelCallback.canExecute (String str)
	Double jp.co.opto.opnsdk.callback.GetBatteryLevelCallback.createParameter (String str)[protected]
	このクラスの説明は次のファイルから生成されました:


	クラス jp.co.opto.opnsdk.callback.GetDateAndTimeCallback
	Public メソッド
	Protected メソッド
	説明
	メソッド
	boolean jp.co.opto.opnsdk.callback.GetDateAndTimeCallback.canExecute (String str)
	Date jp.co.opto.opnsdk.callback.GetDateAndTimeCallback.createParameter (String str)[protected]
	このクラスの説明は次のファイルから生成されました:


	クラス jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback
	Public メソッド
	Protected メソッド
	説明
	メソッド
	boolean jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback.canExecute (String str)
	String jp.co.opto.opnsdk.callback.GetFirmwareVersionCallback.createParameter (String str)[protected]
	このクラスの説明は次のファイルから生成されました:


	クラス jp.co.opto.opnsdk.callback.GetSettingCallback
	Public メソッド
	Protected メソッド
	説明
	メソッド
	boolean jp.co.opto.opnsdk.callback.GetSettingCallback.canExecute (String str)
	Settings jp.co.opto.opnsdk.callback.GetSettingCallback.createParameter (String str)[protected]
	void jp.co.opto.opnsdk.callback.GetSettingCallback.execute (String str)
	このクラスの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static GoodReadLED_ONTime jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime._200msec =(10, "200ms")
	jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime._400msec =(20, "400ms")
	jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime._800msec =(40, "800ms")
	jp.co.opto.opnsdk.setting.enums.GoodReadLED_ONTime.Disable =(0, "無効")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static IATA_CalculateCD jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.CalculateCD_All_Data =(3, "C/D計算する (ALL DATA)")
	jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.CalculateCD_CPN_Form_Serial =(1, "C/D計算する (CPN+FORM SERIAL)")
	jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.CalculateCD_Form_Serial =(2, "C/D計算する (FORM SERIAL)")
	jp.co.opto.opnsdk.setting.enums.IATA_CalculateCD.NotCalculateCD =(0, "C/D計算しない")
	The documentation for this enum was generated from the following file:


	インタフェース jp.co.opto.opnsdk.callback.IBluetoothCallback< T >
	Public メソッド
	説明
	引数:

	メソッド
	boolean jp.co.opto.opnsdk.callback.IBluetoothCallback< T >.canExecute (T parameter)
	引数:
	戻り値:

	void jp.co.opto.opnsdk.callback.IBluetoothCallback< T >.execute (T parameter)
	引数:

	このインタフェースの説明は次のファイルから生成されました:


	インタフェース jp.co.opto.opnsdk.observer.IBluetoothObserver
	Public メソッド
	説明
	メソッド
	void jp.co.opto.opnsdk.observer.IBluetoothObserver.connected (BluetoothDevice device)
	引数:

	void jp.co.opto.opnsdk.observer.IBluetoothObserver.connectFailed ()
	void jp.co.opto.opnsdk.observer.IBluetoothObserver.connectionLost ()
	void jp.co.opto.opnsdk.observer.IBluetoothObserver.receive (String str)
	引数:

	このインタフェースの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static InterCharacterDelay jp.co.opto.opnsdk.setting.enums.InterCharacterDelay.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.InterCharacterDelay.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._0msec =(0, "0ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._100msec =(100, "100ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._10msec =(10, "10ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._150msec =(150, "150ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._200msec =(200, "200ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._20msec =(20, "20ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._250msec =(250, "250ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._300msec =(300, "300ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._30msec =(30, "30ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._350msec =(350, "350ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._400msec =(400, "400ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._40msec =(40, "40ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._450msec =(450, "450ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._500msec =(500, "500ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._50msec =(50, "50ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._550msec =(550, "550ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._600msec =(600, "600ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._60msec =(60, "60ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._70msec =(70, "70ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._80msec =(80, "80ms")
	jp.co.opto.opnsdk.setting.enums.InterCharacterDelay._90msec =(90, "90ms")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static KeyboardLanguage jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Belgian =(0x09, "Belgian")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Czech =(0x15, "Czech")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Danish =(0x12, "Danish")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Dutch =(0x0C, "Dutch")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Finnish =(0x0E, "Finnish")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.French =(0x03, "French")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.German =(0x04, "German")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Italian =(0x05, "Italian")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Japanese =(0x11, "Japanese")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Norwegian =(0x13, "Norwegian")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Portuguese =(0x0B, "Portuguese")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Spanish =(0x0A, "Spanish")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.Swedish =(0x0D, "Swedish")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.SwissFrench =(0x10, "SwissFrench")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.SwissGerman =(0x0F, "SwissGerman")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.UK =(0x02, "UK")
	jp.co.opto.opnsdk.setting.enums.KeyboardLanguage.USA =(0x01, "USA")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static MemoryOutputMethod jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.FunctionButtonOrCommand =(1, "ファンクションキー押下かコマンドで出力")
	jp.co.opto.opnsdk.setting.enums.MemoryOutputMethod.OnConnected =(0, "接続時即出力")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static MSIPlessey_CalculateCD jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.CalculateCD_CD1_only_Mod10 =(1, "C/D計算する CD1 only (Mod10)")
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.CalculateCD_CDs_Mod10_Mod10 =(2, "C/D計算する CD's (Mod10/Mod10)")
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.CalculateCD_CDs_Mod10_Mod11 =(3, "C/D計算する CD's (Mod10/Mod11)")
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.CalculateCD_CDs_Mod11_Mod10 =(4, "C/D計算する CD's (Mod11/Mod10)")
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_CalculateCD.NotCalculateCD =(0, "C/D計算しない")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static MSIPlessey_TransmitCD jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.NotTransmitCD =(0, "CD転送しない")
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.TransmitCD_CD1 =(1, "CD転送する CD1")
	jp.co.opto.opnsdk.setting.enums.MSIPlessey_TransmitCD.TransmitCD_CD1_CD2 =(2, "CD転送する CD1 and CD2")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static MultipleReadResetTime jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._100msec =(5, "100ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._200msec =(10, "200ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._300msec =(15, "300ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._400msec =(20, "400ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._500msec =(25, "500ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._50msec =(3, "50ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime._600msec =(30, "600ms")
	jp.co.opto.opnsdk.setting.enums.MultipleReadResetTime.Infinity =(0, "無限")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.NumPadMode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static NumPadMode jp.co.opto.opnsdk.setting.enums.NumPadMode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.NumPadMode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.NumPadMode.Auto =(0x00, "AUTOホストのNumLockキーの状態によって動作")
	jp.co.opto.opnsdk.setting.enums.NumPadMode.OFF =(0x01, "強制的にNumLockキーが押されていない状態にする")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static NW7_CalculateCD jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_7check =(3, "C/D計算する 7 check")
	jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_Mod10_WeightHalf =(1, "C/D計算する Mod10/W1,2 spec1")
	jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_Mod11 =(4, "C/D計算する Mod11")
	jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.CalculateCD_Mod16 =(2, "C/D計算する Mod16")
	jp.co.opto.opnsdk.setting.enums.NW7_CalculateCD.NotCalculateCD =(0, "C/D計算しない")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static NW7_TransmitSTSP jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.NotTransmit =(0, "転送しない")
	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_ABCD =(3, "転送する ABCD")
	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_abcd =(4, "転送する abcd")
	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_ABCD_TN_ast_E =(1, "転送する ABCD/TN*E")
	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_abcd_tn_ast_e =(2, "転送する abcd/tn*e")
	jp.co.opto.opnsdk.setting.enums.NW7_TransmitSTSP.Transmit_DC1DC2DC3DC4 =(5, "転送する DC1DC2DC3DC4")
	The documentation for this enum was generated from the following file:


	クラス jp.co.opto.opnsdk.Opn2002BluetoothService
	Public メソッド
	Static Public メソッド
	Static Public 変数
	Protected メソッド
	Additional Inherited Members
	説明
	メソッド
	void jp.co.opto.opnsdk.Opn2002BluetoothService.enableAckNak ()
	void jp.co.opto.opnsdk.Opn2002BluetoothService.enableAckNak (EnableAckNakCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.eraseStoredBarcodeAll (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.getBatteryLevel (GetBatteryLevelCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.getDateAndTime (GetDateAndTimeCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.getFirmwareVersion (GetFirmwareVersionCallback callback)
	引数:

	static Opn2002BluetoothService jp.co.opto.opnsdk.Opn2002BluetoothService.getInstance ()[static]
	戻り値:

	static Opn2002BluetoothService jp.co.opto.opnsdk.Opn2002BluetoothService.getInstance (Context context)[static]
	引数:
	戻り値:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.getSetting (GetSettingCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.getStoredBarcodeAll (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.initializeSettingAll (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.initializeSettingBluetooth (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.postObserver (final int postType, final Object... obj)[protected]
	void jp.co.opto.opnsdk.Opn2002BluetoothService.readBarcode (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.vibratorOn (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.beepBuzzer (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.saveSetting (VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.setBDAddress (String str, VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.setDateAndTime (String dateStr, SetDateAndTimeCallback callback)
	引数:
	例外:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.setDeviceName (String str, VoidCallback callback)
	引数:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.setPIN (String str, VoidCallback callback)
	引数:

	static byte [] jp.co.opto.opnsdk.Opn2002BluetoothService.toPrimitive (Byte[] array)[static]
	引数:
	戻り値:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.write (String out)
	引数:
	例外:
	参照:

	void jp.co.opto.opnsdk.Opn2002BluetoothService.write (String out, Opn2002Callback<?> callback)
	引数:


	変数
	final byte [] jp.co.opto.opnsdk.Opn2002BluetoothService.EMPTY_BYTE_ARRAY = new byte[0][static]
	このクラスの説明は次のファイルから生成されました:


	クラス jp.co.opto.opnsdk.callback.Opn2002Callback< T >
	Public メソッド
	Protected メソッド
	Protected 変数
	説明
	引数:

	メソッド
	abstract void jp.co.opto.opnsdk.callback.Opn2002Callback< T >.callbackExecute (T parameter)[protected], [pure virtual]
	boolean jp.co.opto.opnsdk.callback.Opn2002Callback< T >.canExecute (String str)
	abstract T jp.co.opto.opnsdk.callback.Opn2002Callback< T >.createParameter (String str)[protected], [pure virtual]
	引数:
	戻り値:

	void jp.co.opto.opnsdk.callback.Opn2002Callback< T >.execute (String str)
	boolean jp.co.opto.opnsdk.callback.Opn2002Callback< T >.getIsError ()
	戻り値:

	HashMap<String, String> jp.co.opto.opnsdk.callback.Opn2002Callback< T >.getSettings (String str)[protected]
	引数:
	戻り値:

	void jp.co.opto.opnsdk.callback.Opn2002Callback< T >.setIsError (boolean isError)[protected]
	引数:


	変数
	boolean jp.co.opto.opnsdk.callback.Opn2002Callback< T >.mIsError = false[protected]
	このクラスの説明は次のファイルから生成されました:


	クラス jp.co.opto.opnsdk.setting.PrefixSettings
	Public メソッド
	説明
	コンストラクタとデストラクタ
	jp.co.opto.opnsdk.setting.PrefixSettings.PrefixSettings (byte[] settingData)
	引数:


	メソッド
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmAllCode ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode11 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode128 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode39 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode3of5 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCode93 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmCommon ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmD2of5 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN128 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN13 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN13_Addon ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN8 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmEAN8_Addon ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmI2of5 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmIATA ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmMatrix2of5 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmMicroPDF417 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmMSIPlessey ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmNW7 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmPDF417 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmRSS ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmSCode ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmTelepen ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmTriOptic ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUKPlessey ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCA ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCA_Addon ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCE ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getmUPCE_Addon ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getIntelligentMail ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getPostnet ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getJapanesePostal ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getCodablockF ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getDataMatrixECC200_ECC000_140 ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getAztecCode_AztecRunes ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getChineseSensibleCode ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getQRcode_MicroQR ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getMaxiCode ()
	int [] jp.co.opto.opnsdk.setting.PrefixSettings.getCompositeOnGS1Databar_UPCEAN ()
	このクラスの説明は次のファイルから生成されました:


	jp.co.opto.opnsdk.setting.enums.ReadableTime Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static ReadableTime jp.co.opto.opnsdk.setting.enums.ReadableTime.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.ReadableTime.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.ReadableTime._0sec =(-1, "0秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._1sec =(50, "1秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._2sec =(100, "2秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._3sec =(150, "3秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._4sec =(200, "4秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._5sec =(250, "5秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._6sec =(300, "6秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._7sec =(350, "7秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._8sec =(400, "8秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime._9sec =(450, "9秒")
	jp.co.opto.opnsdk.setting.enums.ReadableTime.Infinity =(0, "無限")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.ReadMode Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static ReadMode jp.co.opto.opnsdk.setting.enums.ReadMode.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.ReadMode.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.ReadMode.ContinuousRead =(3, "連続読み")
	jp.co.opto.opnsdk.setting.enums.ReadMode.MultipleRead =(2, "複数読み")
	jp.co.opto.opnsdk.setting.enums.ReadMode.SingleRead =(1, "単発読み")
	The documentation for this enum was generated from the following file:


	jp.co.opto.opnsdk.setting.enums.RedundantReading Enum Reference
	Public メソッド
	Static Public メソッド
	Public 変数
	説明
	メソッド
	static RedundantReading jp.co.opto.opnsdk.setting.enums.RedundantReading.searchByValue (int value)[static]
	String jp.co.opto.opnsdk.setting.enums.RedundantReading.toString ()

	変数
	jp.co.opto.opnsdk.setting.enums.RedundantReading._10TimesRedundancy =(9, "10回読取 9回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._11TimesRedundancy =(10, "11回読取 10回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._12TimesRedundancy =(11, "12回読取 11回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._13TimesRedundancy =(12, "13回読取 12回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._14TimesRedundancy =(13, "14回読取 13回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._15TimesRedundancy =(14, "15回読取 14回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._16TimesRedundancy =(15, "16回読取 15回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._2TimesRedundancy =(1, "2回読取 1回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._3TimesRedundancy =(2, "3回読取 2回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._4TimesRedundancy =(3, "4回読取 3回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._5TimesRedundancy =(4, "5回読取 4回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._6TimesRedundancy =(5, "6回読取 5回照合")
	jp.co.opto.opnsdk.setting.enums.RedundantReading._7TimesRedundancy =(6, "7回読取 6回照合")
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